


PREBENA – 
Your Partner for 
Automation 
Solutions



AUTOMATED PRODUCTION TECHNOLOGY

In today's industry, a high degree of automation plays an increasingly important role. 
PREBENA pneumatic industrial nailers (PREBENA Module Technology) meet the highest 
quality requirements and are integrated into fully automated production machinery.

During the manufacture of large-scale timber elements in timber frame construction, 
PREBENA pneumatic industrial nailers (PREBENA Module Technology) process ETA-certified 
fasteners quickly and efficiently, helping to meet stringent quality standards.

The PREBENA SlideSystem is designed for the production of timber frame elements on 
assembly tables or butterfly turners, ensuring effective and optimized workflows. 
An added bonus: thanks to an ergonomically optimized working height, the application 
is also health-friendly.

Are you planning a new project? 

Talk to us, we have the right solution for everything. We work with you to plan and develop 
your automation solution, individually, customer-oriented, flexibly and quickly, and we are 
happy to work across industries – challenge us!

BEST QUALITY
MADE IN GERMANY



Why choosing 
Automation 
Technology from 
PREBENA?



AUTOMATED PRODUCTION TECHNOLOGY

It‘s quite simple: 
Our goal is to increase the efficiency and productivity of our customers. 
Through customised solutions tailored to your specific needs, we optimize 
your manufacturing processes, ensure smooth production workflows, 
and minimize downtime.  

Quality and safety from a trusted source: 
From development to production and service, all processes take place at the main 
location in Germany – completely supervised by PREBENA quality management. 
Highest quality is our motto for our products, for our professional competence in 
consulting and service. As a family business, we have been committed to this 
since 1960.

You can count on us:
'Made in Germany' does not only reflect the quality of our products but also 
the excellence of our services.

Your personal contact is available anytime and anywhere to provide fast 
and efficient support in the event of an unexpected production standstill – 
we will not leave you to deal with it alone!


PLAY
VIDEO

The advice was great. We were allowed to try out 
the equipment and were very impressed by both the 
equipment and the technical knowledge!

Fanny Riebe 
Operations Manager at Schmidt und Thürmer Holzbau

„



PREBENA
BENEFITS



PREBENA performance tailored to your needs:

Free 
consultation

Installation service 
in any existing 
or new bridge

100% compatible 
fasteners from our 

own production

Guaranteed 
availability of 
replacement 

modules

Rotating 
replacement 

device system

Spare parts 
kit for 

self-repair

PREBENA – Your PREMIUM partner and full-service system provider

AUTOMATED PRODUCTION TECHNOLOGY

We would be pleased to put together a customised service and performance 
package tailored to your specific requirements.
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PREBENA

Module 
Technology

Pneumatic industrial nailers for automation solutions
In automated production lines, PREBENA modules for prefabricated housing and similar applications contribute to 
meeting the highest quality standards. These modules are specifically designed for structural timber construction, 
processing ETA-certified staples and nails in accordance with Eurocode 5.

BEST QUALITY
MADE IN GERMANY

Prefabricated house construction

Timber frame construction

Gypsum boards, OSB panels 
and much more

Insulation and Multilayer 
boards and much more

Wooden boxes, Crates
and much more

Pallet industry

Suitable for:



Advantages & Features:

+ Long service life

+ Lowering production costs through high productivity

+ �Compatible with all systems – Suitable for all production bridges, 
robots, and machinery

+ High magazine capacity for minimum setup time

+ �High firing frequency and driving power due to very large housing 
volume, making it energy-efficient and wear-optimized at low 
operating pressure

+ Max. shot sequence = 10 shots/second

+ �Cooling of the buffer and housing base via exhaust air

+ �Magazine level control / feed control and empty shot monitoring 
via high-performance sensors

AUTOMATED PRODUCTION TECHNOLOGY



Modules for
Production Bridges



12	 MODUL 11-H40-V-L

12	 MODUL 11-H40-V-R

13	 MODUL 11-Z40-H

14	 MODUL 11-Z40-V

15	 MODUL 11-Z64

16	 MODUL 11-Z80

17	 MODUL 11-L64

18	 MODUL 11-Q80

19	 MODUL 11-QL130

20	 MODUL 11-WP130

21	 MODUL 11-WN25

22	 MODUL 11-CNW90

23	 10X-RK160LM-FAS
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MODUL 11-H40-V-L
Pneumatic industrial nailer with top loading magazine 
left for staples Type H from 16 – 40 mm

MODUL 11-H40-V-R
Pneumatic industrial nailer with top loading magazine 
right for staples der Type H from 16 – 40 mm

Product features:	
Vertical compressed air connector, vertical top-loading magazine, compact 
design, long life, fast stapling speed, shot frequency up to 8 staples/sec., empty 
shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Vertical top-loading magazine
■ Vertical compressed air connector

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 8,5
Working pressure (bar) 4.5 - 6.5
Air consumption at 6 bar (l/staple) approx. 0.95
Magazine capacity Length-dependent from 10-24 staple strips
L x W x H (mm) 488 x 80 x 552

Technical data:
Weight (kg) 8.5
Working pressure (bar) 4.5 - 6.5
Air consumption at 6 bar (l/staple) approx. 0.95
Magazine capacity Length-dependent from 10-24 staple strips
L x W x H (mm) 488 x 80 x 552

Staples Type H

Wire gauge: 1.0 x 1.25 mm
Back width: 8.6 mm

Suitable fastener: Staples Type H
Article No. Material Boxes/Outer box Pcs/Box
H16CNKHA galvanized, resin-coated 10 6,200
H21CNKHA galvanized, resin-coated 12 3,100
H25CNKHA galvanized, resin-coated 12 3,100
H30CNKHA galvanized, resin-coated 12 3,100
H35CNKHA galvanized, resin-coated 12 3,100
H40CNKHA galvanized, resin-coated 12 3,100
H25CRFHA Stainl. steel material no. 1.4301 12 3,100
H30CRFHA Stainl. steel material no. 1.4301 12 3,100
H35CRFHA Stainl. steel material no. 1.4301 10 3,100
H40CRFHA Stainl. steel material no. 1.4301 10 3,100

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

Nach DIN EN 13964
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MODUL 11-Z40-H
Pneumatic industrial nailer with side loading magazine 
for staples Type Z from 16 – 40 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
8 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Side loader
■ �Magazine must be adapted to the staple length
■ �Higher magazine capacity on request

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Staples Type Z in CSVHA and CRFHA versions with ETA certification 
ETA-16/0101 are recommended by:

Staples Type Z

Wire gauge: 1.39 x 1.58 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

Technical data:
Weight (kg) 9,0
Working pressure (bar) 4,5 - 6
Air consumption at 6 bar (l/staple) approx. 0,95
Magazine capacity 19 staple strips = 1.368 staples
L x W x H (mm) 490 x 330 x 272

Suitable fastener: Staples Type Z
Article No. Material Pcs/Box
Z16CNKHA galvanized, resin-coated 27,000
Z19CNKHA galvanized, resin-coated 23,800
Z25CNKHA galvanized, resin-coated 17,500
Z28CNKHA galvanized, resin-coated 15,900
Z30CNKHA galvanized, resin-coated 14,300
Z32CNKHA galvanized, resin-coated 14,300
Z35CNKHA galvanized, resin-coated 12,700
Z38CNKHA galvanized, resin-coated 11,100
Z40CNKHA galvanized, resin-coated 11,100
Z32CSVHA-ETA strong galvanized, resin-coated 14,300
Z38CSVHA-ETA strong galvanized, resin-coated 11,100
Z40CSVHA-ETA strong galvanized, resin-coated 11,100
Z32CRFHA-ETA Stainl. steel material no. 1.4301 14,300
Z38CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z40CRFHA-ETA Stainl. steel material no. 1.4301 11,100
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MODUL 11-Z40-V
Pneumatic industrial nailer with top loading magazine 
for staples Type Z from 16 – 40 mm

Staples Type Z

Wire gauge: 1.39 x 1.58 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
8 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �One magazine for all clamp lengths

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Staples Type Z in CSVHA and CRFHA versions with ETA certification 
ETA-16/0101 are recommended by:

Technical data:
Weight (kg) 8.5
Working pressure (bar) 4.5 - 6.0
Air consumption at 6 bar (l/staple) approx. 0.95
Magazine capacity depending of staple length, e. g. Z16 = 

29 staple strips = 2,088 staples
L x W x H (mm) 475 x 80 x 555

Suitable fastener: Staples Type Z
Article No. Material Pcs/Box
Z16CNKHA galvanized, resin-coated 27,000
Z19CNKHA galvanized, resin-coated 23,800
Z25CNKHA galvanized, resin-coated 17,500
Z28CNKHA galvanized, resin-coated 15,900
Z30CNKHA galvanized, resin-coated 14,300
Z32CNKHA galvanized, resin-coated 14,300
Z35CNKHA galvanized, resin-coated 12,700
Z38CNKHA galvanized, resin-coated 11,100
Z40CNKHA galvanized, resin-coated 11,100
Z32CSVHA-ETA strong galvanized, resin-coated 14,300
Z38CSVHA-ETA strong galvanized, resin-coated 11,100
Z40CSVHA-ETA strong galvanized, resin-coated 11,100
Z32CRFHA-ETA Stainl. steel material no. 1.4301 14,300
Z38CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z40CRFHA-ETA Stainl. steel material no. 1.4301 11,100
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MODUL 11-Z64
Pneumatic industrial nailer with top loading magazine 
for staples Type Z from 35 – 64 mm

Staples Type Z

Wire gauge: 1.39 x 1.58 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
10 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Staples Type Z in CSVHA and CRFHA versions with ETA certification 
ETA-16/0101 are recommended by:

Technical data:
Weight (kg) 9.75
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/staple) approx. 2.3
Magazine capacity 35 staple strips = 2,520 staples
L x W x H (mm) 484 x 118 x 500

Suitable fastener: Staples Type Z
Article No. Material Pcs/Box
Z35CNKHA galvanized, resin-coated 12,700
Z38CNKHA galvanized, resin-coated 11,100
Z40CNKHA galvanized, resin-coated 11,100
Z44CNKHA galvanized, resin-coated 9,500
Z50CNKHA galvanized, resin-coated 9,500
Z55CNKHA galvanized, resin-coated 7,500
Z64CNKHA galvanized, resin-coated 6,000
Z38CSVHA-ETA strong galvanized, resin-coated 11,100
Z40CSVHA-ETA strong galvanized, resin-coated 11,100
Z44CSVHA-ETA strong galvanized, resin-coated 9,500
Z50CSVHA-ETA strong galvanized, resin-coated 9,500
Z55CSVHA-ETA strong galvanized, resin-coated 7,500
Z60CSVHA-ETA strong galvanized, resin-coated 7,500
Z64CSVHA-ETA strong galvanized, resin-coated 6,000
Z38CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z40CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z50CRFHA-ETA Stainl. steel material no. 1.4301 9,500
Z64CRFHA-ETA Stainl. steel material no. 1.4301 6,000
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MODUL 11-Z80
Pneumatic industrial nailer with top loading magazine 
for staples Type Z from 50 – 80 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
9 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 9.75
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/staple) approx. 2.5
Magazine capacity 35 staple strips = 2,520 staples
L x W x H (mm) 484 x 118 x 550

Suitable fastener: Staples Type Z
Article No. Material Pcs/Box
Z50CNKHA galvanized, resin-coated 9,500
Z55CNKHA galvanized, resin-coated 7,500
Z64CNKHA galvanized, resin-coated 6,000
Z67CNKHA galvanized, resin-coated 6,000
Z75CNKHA galvanized, resin-coated 6,000
Z50CSVHA-ETA strong galvanized, resin-coated 9,500
Z55CSVHA-ETA strong galvanized, resin-coated 7,500
Z60CSVHA-ETA strong galvanized, resin-coated 7,500
Z64CSVHA-ETA strong galvanized, resin-coated 6,000
Z67CSVHA-ETA strong galvanized, resin-coated 6,000
Z75CSV2HA-ETA strong galvanized, resin-coated 6,000
Z80CSV2HA-ETA strong galvanized, resin-coated 4,700
Z50CSVHA-ETA Stainl. steel material no. 1.4301 9,500
Z64CSVHA-ETA Stainl. steel material no. 1.4301 6,000
Z67CRFHA-ETA Stainl. steel material no. 1.4301 6,000
Z75CRFHA-ETA Stainl. steel material no. 1.4301 6,000

Staples Type Z

Wire gauge: 1.39 x 1.58 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

Staples Type Z in CSVHA and CRFHA versions with ETA certification 
ETA-16/0101 are recommended by:
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MODUL 11-L64
Pneumatic industrial nailer with top loading magazine 
for staples Type L from 35 – 64 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
10 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 9.75
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/staple) approx. 2.3
Magazine capacity 36 staple strips = 2,592 staples
L x W x H (mm) 484 x 118 x 550

Staples Type L Suitable fastener: Staples Type L
Article No. Material Pcs/Box
L35CNKHA galvanized, resin-coated 13,900
L38CNKHA galvanized, resin-coated 12,100
L40CNKHA galvanized, resin-coated 12,100
L44CNKHA galvanized, resin-coated 10,400
L50CNKHA galvanized, resin-coated 10,400
L44CSVHA-ETA strong galvanized, resin-coated 10,400
L50CSVHA-ETA strong galvanized, resin-coated 10,400
L63CSVHA-ETA strong galvanized, resin-coated 6,900
L38CRFHA-ETA Stainl. steel material no. 1.4301 12,100
L44CRFHA-ETA Stainl. steel material no. 1.4301 10,400
L50CRFHA-ETA Stainl. steel material no. 1.4301 10,400
L63CRFHA-ETA Stainl. steel material no. 1.4301 6,900

Wire gauge: 1.39 x 1.58 mm
Back width: 10.7 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY
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MODUL 11-Q80
Pneumatic industrial nailer with top loading magazine 
for staples Type Q from 50 – 80 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
9 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 9.75
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/staple) approx. 2.5
Magazine capacity 35 staple strips = 2.520 staples
L x W x H (mm) 484 x 118 x 550

Suitable fastener: Staples Type Q
Article No. Material Pcs/Box
Q50CNKHA galvanized, resin-coated 7,500
Q56CNKHA galvanized, resin-coated 6,300
Q63CNKHA galvanized, resin-coated 5,000
Q67CNKHA galvanized, resin-coated 5,000
Q75CNKHA galvanized, resin-coated 5,000
Q50CSVHA-ETA strong galvanized, resin-coated 7,500
Q56CSVHA-ETA strong galvanized, resin-coated 6,300
Q63CSVHA-ETA strong galvanized, resin-coated 5,000
Q67CSVHA-ETA strong galvanized, resin-coated 5,000
Q75CSVHA-ETA strong galvanized, resin-coated 5,000
Q50CRFHA-ETA Stainl. steel material no. 1.4301 7,500
Q63CRFHA-ETA Stainl. steel material no. 1.4301 5,000
Q75CRFHA-ETA Stainl. steel material no. 1.4301 5,000
Q80CRFHA-ETA Stainl. steel material no. 1.4301 3,700

Staples Type Q

Wire gauge: 1.64 x 1.87 mm
Back width: 11.2 mm

Acc. DIN EN 1363-1:2020 / DIN EN 1364-1:2015

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY

PREBENA staples Type Q with ETA-Certification are approved 
for fastening roof battens!
Expert opinion:
G-525-25-Prebena-Q-Klammer-Dachlatten-260128

Approval for the fastening of roof battens:

Staples Type Q in CSVHA and CRFHA versions with ETA certification ETA-16/0101 
are recommended by:
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MODUL 11-QL130
Pneumatic industrial nailer with top loading magazine 
for staples Type QL from 50 – 130 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
4 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 16.0
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/staple) approx. 5.1
Magazine capacity Max. 32 staple strips at 52 staples
L x W x H (mm) 585 x 190 x 545

Staples Type QL

Wire gauge: 1.8 x 2.08 mm
Back width: 11.5 mm

Suitable fastener: Staples Type QL
Article No. Material Pcs/Box
QL50CSVHA-ETA strong galvanized, resin-coated 5,200
QL55CSVHA-ETA strong galvanized, resin-coated 5,200
QL63CSVHA-ETA strong galvanized, resin-coated 4,100
QL70CSVHA-ETA strong galvanized, resin-coated 4,100
QL75CSVHA-ETA strong galvanized, resin-coated 4,100
QL80CSVHA-ETA strong galvanized, resin-coated 3,100
QL90CSVHA-ETA strong galvanized, resin-coated 3,100
QL100CSVHA-ETA strong galvanized, resin-coated 3,100
QL110CSVHA-ETA strong galvanized, resin-coated 2,000
QL120CSVHA-ETA strong galvanized, resin-coated 2,000
QL130CSVHA-ETA strong galvanized, resin-coated 2,000
QL38CRFHA-ETA Stainl. steel material no. 1.4301 7,200
QL40CRFHA-ETA Stainl. steel material no. 1.4301 7,200
QL44CRFHA-ETA Stainl. steel material no. 1.4301 6,200
QL50CRFHA-ETA Stainl. steel material no. 1.4301 5,200
QL63CRFHA-ETA Stainl. steel material no. 1.4301 4,100
QL70CRFHA-ETA Stainl. steel material no. 1.4301 4,100
QL75CRFHA-ETA Stainl. steel material no. 1.4301 4,100
QL80CRFHA-ETA Stainl. steel material no. 1.4301 3,100
QL90CRFHA-ETA Stainl. steel material no. 1.4301 3,100
QL100CRFHA-ETA Stainl. steel material no. 1.4301 3,100
QL110CRFHA-ETA Stainl. steel material no. 1.4301 2,000
QL120CRFHA-ETA Stainl. steel material no. 1.4301 2,000
QL130CRFHA-ETA Stainl. steel material no. 1.4301 2,000

! NOTE: Staples Type QL in CSVHA and CRFHA versions with ETA certification 
ETA-16/0101 are suitable for particularly hard panel materials in timber frame 
construction, static timber construction, prefabricated house construction, 
fire protection, and much more.

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY
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MODUL 11-WP130
Pneumatic industrial nailer with top loading magazine 
for staples Type WP from 75 – 130 mm

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 
4 staples/sec., empty shot monitoring, magazine control, control port: 
XLR-port 6-pole

Magazine system: Top loader
■ �Interchangeable magazine for quick and easy filling
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 15.5
Working pressure (bar) 5 - 7.5
Air consumption at 6 bar (l/staple) approx. 5.1
Magazine capacity 15 staple strips = 600 staples
L x W x H (mm) 500 x 141 x 531

Suitable fastener: Staples Type WP
Article No. Material Pcs/Box
WP75CSVHA-ETA strong galvanized, resin-coated 2,900
WP100CSVHA-ETA strong galvanized, resin-coated 2,180
WP120CSVHA-ETA strong galvanized, resin-coated 1,450
WP130CSVHA-ETA strong galvanized, resin-coated 1,450
WP150CSVHA-ETA strong galvanized, resin-coated 1,450
WP160CSVHA-ETA strong galvanized, resin-coated 1,450
WP75CRFHA-ETA Stainl. steel material no. 1.4301 2,900
WP85CRFHA-ETA Stainl. steel material no. 1.4301 2,180
WP100CRFHA-ETA Stainl. steel material no. 1.4301 2,180
WP105CRFHA-ETA Stainl. steel material no. 1.4301 1,800
WP110CRFHA-ETA Stainl. steel material no. 1.4301 1,450
WP120CRFHA-ETA Stainl. steel material no. 1.4301 1,450
WP130CRFHA-ETA Stainl. steel material no. 1.4301 1,450

Staple Type WP in the versions CSVHA and CRFHA with ETA certification ETA-
16/0101 are recommended by:

Staples Type WP

Wire gauge: 
1,8 x 2,08 mm
Back width: 
26,7 mm

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY
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MODUL 11-WN25
Pneumatic industrial nailer for corrugated nails 
Type WN with 25 mm

Product features:	
Compact design, long  life, cooling of the buffer through the unit exhaust air, 
longer service intervals, vertical compressed air connector, available with or 
without safety release, space savin band cylinder without piston rod, automated 
nail advancing system in the magazine

Magazine system: Side loader
■ �Magazine can be used in 4 positions
■ �Magazine must be adapted to the staple length

Compatible with all systems. Suitable for framing stations or stationary systems.

Technical data:
Weight (kg) 16.0
Working pressure (bar) 6 - 8
Air consumption at 8 bar (l/nail) approx. 4.5
Magazine capacity 13 staple strips = 832 nails
L x W x H (mm) 438 x 552 x 412

Suitable fastener: Corrugated nails Type WN
Article No. Material Pcs/Box
WN25BK-S66 bright 1,920

MODUL 11-WN25LO

MODUL 11-WN25ROMODUL 11-WN25RU

MODUL 11-WN25LU

Installation variants:	

Corrugated nails Type WN

BEST QUALITY
MADE IN GERMANY

BEST QUALITY
MADE IN GERMANY
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MODUL 11-CNW90
Pneumatic industrial nailer with large 
magazine for coil nails Type CNW 
from 45 – 90 mm, Wire gauge: Ø 2.8 – 3.1 mm, Angle: 16°

Suitable fastener: Coil nails Type CNW
Article No. Material Pcs/Box
CNW28/45BKRI bright 9,000
CNW28/50BKRI bright 9,000
CNW28/65BK bright 6,000
CNW28/70BK bright 6,000
CNW28/75BK bright 4,500
CNW28/80BK bright 4,500
CNW31/70BK bright 4,800
CNW31/80BK bright 3,600
CNW31/90BK bright 3,600
CNW28/65BKRI bright, ring 6,000
CNW28/75BKRI bright, ring 4,500
CNW31/80BKRI bright, ring 3,600
CNW31/90BKRI bright, ring 3,600
CNW28/65NK galvanized 6,000
CNW31/80NK galvanized 3,600
CNW31/90NK galvanized 3,600
CNW28/65NKRI galvanized, ring 6,000
CNW31/80NKRI* galvanized, ring 3,600
CNW31/90NKRI* galvanized, ring 3,600

*with lens head

Product features:	
Compact design, long life, fast stapling speed, shot frequency up to 4 staples/
sec., empty shot monitoring, magazine control, control port: XLR-port 6-pole

Magazine system: Coil magazine
■ �Open magazine for easy and fast reloading
■ Height adjustment for coils of different lengths

Compatible with all systems. Suitable for commercial bridges, 
robots and machines.

Technical data:
Weight (kg) 11.0
Working pressure (bar) 4.5 - 7.5
Air consumption at 6 bar (l/nail) approx. 3.6
Magazine capacity 800 nails

large coil up to Ø 210 mm
L x W x H (mm) 495 x 227 x 406

Coil nails Type CNW

Wire gauge: Ø 2,8 - 3,1 mm | Angle: 16°

BEST QUALITY
MADE IN GERMANY
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10X-RK160LM-FAS
Pneumatic industrial nailer for 
strip nails Type RK and RKP 
from 100 – 160 mm, Wire gauge: Ø 3,8 – 4,6 mm, Angle: 20°

Product features:	

Long life, longer service intervals, vertical compressed air connector, trigger bar 
for single shot release, advance feed cylinder to forward the nail strips, 
simplified magazine loading, sensor for magazine level, control port: 
XLR-port 6-pole

Magazine system: Strip magazine
■ �Large magazine

Compatible with all systems. Suitable for framing stations or stationary systems.

Technical data:
Weight (kg) 14,25
Working pressure (bar) 6 - 8
Air consumption at 8 bar (l/nail) approx. 5,0
Magazine capacity Ø 3,8 = 150 nails

Ø 4,2 = 150 nails
Ø 4,6 = 120 nails

L x W x H (mm) 1027 x 157 x 536
Strip nails Type RK,
plastic collated

Strip nails Type RKP,
paper collated

Suitable fastener: Strip nails Type RK
Article No. Material Pcs/Box
RK38/100BK bright 2.000
RK38/110BK bright 1.400
RK38/120BK bright 1.400
RK38/130BK bright 1.400
RK42/130BK bright 1.400
RK46/145BK bright 500
RK46/160BK bright 500
RK38/130NK galvanized 1.400

Suitable fastener: Strip nails Type RKP
Article No. Material Pcs/Box
RKP38/110BK bright 1.000
RKP38/120BK bright 1.000
RKP38/130BK bright 1.000
RKP42/130BK bright 720
RKP46/145BK bright 600
RKP46/160BK bright 600
RKP38/110NK galvanized 1.000
RKP38/120NK galvanized 1.000
RKP38/130NK galvanized 1.000
RKP46/160NK galvanized 600

Wire gauge: Ø 3,8 - 4,6 mm | Angle: 20°

Wire gauge: Ø 3,8 - 4,6 mm | Angle: 20°



BEST QUALITY
MADE IN GERMANY

PREBENA

SlideSystem
Sheathing timber frame walls − fast, simple, and effective
Designed for the production of timber frame elements on assembly tables, the PREBENA SlideSystem ensures 
effective and optimized workflows. Thanks to an ergonomically ideal working height, the application is also 
health-friendly.

Prefabricated house 
construction

Timber frame 
construction

Gypsum boards, Gypsum fibreboards,
Fibreboards, OSB panels, and much more

Suitable for:



Advantages & Features:

+ No electrical connection required

+ �Bi-directional operation

+ �Adjustable telescopic handle (optional) for ergonomic operation

+ �Precise path-controlled continuous release

+ Distance adjustment for 40, 60, 80, 110 mm

+ �Exact maintenance of edge distances via side guide

+ Placement of staples at precise, regular intervals

+ 30° staple angle according to DIN EN 1995-1-1

AUTOMATED PRODUCTION TECHNOLOGY



SlideSystems for
Assembly Tables



28	 SLIDER 5C-Q75

28	 SLIDER 5C-Q75-TL

29	 SLIDER 5C-Z75

29	 SLIDER 5C-Z75-TL

30	 SLIDER 7F-CNW90

30	 SLIDER 7F-CNW90-TL

31	 Handle for SLIDER

31	 SLIDER Maintenance unit
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Acc. DIN EN 1363-1:2020 / 
DIN EN 1364-1:2015

PREBENA staples Type Q  
with ETA-Certification are  
approved for fastening roof 
battens!

Expert opinion:
G-525-25-Prebena-Q-Klammer-
Dachlatten-260128

Approval for the fastening 
of roof battens:

SLIDER 5C-Q75
with PREBENA Pneumatic nailer 5C-Q75 
for staples Type Q and QL from 35 – 75 mm

SLIDER 5C-Q75-TL
with PREBENA Pneumatic nailer 5C-Q75 and 
telescopic handle for staples der Type Q und QL 
von 35 – 75 mm

Technical data:
Weight (kg) 10.2
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.38
L x W x H (mm) 455 x 345 x 455

Technical data:
Weight (kg) 15.5
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.38
L x W x H (mm) 620 x 345 x 595

Suitable fastener: Staples Type Q
Article No. Material Pcs/Box
Q38CNKHA galvanized, resin-coated 8,800
Q44CNKHA galvanized, resin-coated 7,500
Q50CNKHA galvanized, resin-coated 7,500
Q56CNKHA galvanized, resin-coated 6,300
Q63CNKHA galvanized, resin-coated 5,000
Q67CNKHA galvanized, resin-coated 5,000
Q75CNKHA galvanized, resin-coated 5,000
Q38CSVHA-ETA strong galvanized, resin-coated 8,800
Q44CSVHA-ETA strong galvanized, resin-coated 7,500
Q50CSVHA-ETA strong galvanized, resin-coated 7,500
Q56CSVHA-ETA strong galvanized, resin-coated 6,300
Q63CSVHA-ETA strong galvanized, resin-coated 5,000
Q67CSVHA-ETA strong galvanized, resin-coated 5,000
Q75CSVHA-ETA strong galvanized, resin-coated 5,000
Q44CRFHA-ETA Stainl. steel material no. 1.4301 7,500
Q50CRFHA-ETA Stainl. steel material no. 1.4301 7,500
Q63CRFHA-ETA Stainl. steel material no. 1.4301 5,000
Q75CRFHA-ETA Stainl. steel material no. 1.4301 5,000

Product features:	
Single shot possible on both sides, empty shot safety device, applicable in both 
directions, path-controlled continuous release, distance adjustment for 40, 60, 
80, 110 mm, guide aid - sighting device, adjustable side stop up to 140 mm, 
release safety device - function only with unit in place, can be operated from 
both sides, depth adjustment, rubberised wheels, quick release of the tool, 
foldable - Locking possible in 3 positions, can be operated in all positions, 
extendable - up to 94 cm on both sides, additional rollers and wide wheelbase 
for optimal guidance 

Staples Type Q in CSVHA and CRFHA versions with ETA certification ETA-16/0101 
are recommended by:

Staples Type Q

Wire gauge: 1.64 x 1.87 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY
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SLIDER 5C-Z75
with PREBENA Pneumatic nailer 5C-Z75 
for staples der Type Z from 35 – 75 mm

SLIDER 5C-Z75-TL
with PREBENA Pneumatic nailer 5C-Z75 and 
telescopic handle for staples Type Z from 35 – 75 mm

Technical data:
Weight (kg) 9.98
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.31
L x W x H (mm) 455 x 345 x 455

Technical data:
Weight (kg) 15.5
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.31
L x W x H (mm) 620 x 345 x 595

Suitable fastener: Staples Type Z
Article No. Material Pcs/Box
Z35CNKHA galvanized, resin-coated 12,700
Z40CNKHA galvanized, resin-coated 11,100
Z44CNKHA galvanized, resin-coated 9,500
Z50CNKHA galvanized, resin-coated 9,500
Z55CNKHA galvanized, resin-coated 7,500
Z64CNKHA galvanized, resin-coated 6,000
Z67CNKHA galvanized, resin-coated 6,000
Z75CNKHA galvanized, resin-coated 6,000
Z40CSVHA-ETA strong galvanized, resin-coated 11,100
Z44CSVHA-ETA strong galvanized, resin-coated 9,500
Z50CSVHA-ETA strong galvanized, resin-coated 9,500
Z55CSVHA-ETA strong galvanized, resin-coated 7,500
Z60CSVHA-ETA strong galvanized, resin-coated 7,500
Z64CSVHA-ETA strong galvanized, resin-coated 6,000
Z67CSVHA-ETA strong galvanized, resin-coated 6,000
Z75CSV2HA-ETA strong galvanized, resin-coated 6,000
Z38CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z40CRFHA-ETA Stainl. steel material no. 1.4301 11,100
Z50CRFHA-ETA Stainl. steel material no. 1.4301 9,500
Z64CRFHA-ETA Stainl. steel material no. 1.4301 6,000
Z67CRFHA-ETA Stainl. steel material no. 1.4301 6,000
Z75CRFHA-ETA Stainl. steel material no. 1.4301 6,000

Product features:	
Single shot possible on both sides, empty shot safety device, applicable in both 
directions, path-controlled continuous release, distance adjustment for 40, 60, 
80, 110 mm, guide aid - sighting device, adjustable side stop up to 140 mm, 
release safety device - function only with unit in place, can be operated from 
both sides, depth adjustment, rubberised wheels, quick release of the tool, 
foldable - Locking possible in 3 positions, can be operated in all positions, 
extendable - up to 94 cm on both sides, additional rollers and wide wheelbase 
for optimal guidance 

Staples Type Z in CSVHA and CRFHA versions with ETA certification ETA-16/0101 
are recommended by:

94 cm

Staples Type Z

Wire gauge: 1.39 x 1.58 mm
Back width: 11.2 mm

BEST QUALITY
MADE IN GERMANY



  30  |  SLIDER FOR PRODUCTION TABLES

PREBENA.COM

SLIDER 7F-CNW90
with PREBENA Pneumatic nailer 7F-CNW90 for coil nails 
Type CNW from 45 – 90 mm, Wire gauge: Ø 2.5 – 3.1 mm

SLIDER 7F-CNW90-TL
with PREBENA Pneumatic nailer 7F-CNW90 and telescopic handle for 
coil nails Type CNW from 45 – 90 mm, Wire gauge: Ø 2.5 – 3.1 mm

Technical data:
Weight (kg) 11.5
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.85
L x W x H (mm) 510 x 400 x 455

Technical data:
Weight (kg) 19.2
Working pressure (bar) 5 - 8
Air consumption at 6 bar (l/staple) approx. 2.85
L x W x H (mm) 675 x 410 x 745

Suitable fastener: Coil nails Type CNW
Article No. Material Pcs/Box
CNW25/45BK bright 10,800
CNW25/50BK bright 9,000
CNW25/55BK bright 7,200
CNW25/60BK bright 7,200
CNW25/65BK bright 7,200
CNW25/70BK bright 7,200
CNW28/65BK bright 6,000
CNW28/70BK bright 6,000
CNW28/75BK bright 4,500
CNW28/80BK bright 4,500
CNW31/70BK bright 4,800
CNW31/80BK bright 3,600
CNW31/90BK bright 3,600
CNW25/45BKRI bright, ring 10,800
CNW25/50BKRI bright, ring 9,000
CNW25/60BKRI bright, ring 7,200
CNW25/65BKRI bright, ring 7,200
CNW28/65BKRI bright, ring 6,000
CNW28/75BKRI bright, ring 4,500
CNW31/80BKRI bright, ring 3,600
CNW31/90BKRI bright, ring 3,600
CNW28/65NK galvanized 6,000
CNW31/80NK galvanized 3,600
CNW31/90NK galvanized 3,600
CNW28/65NKRI galvanized, ring 6,000
CNW31/80NKRI galvanized, ring 3,600
CNW31/90NKRI galvanized, ring 3,600

Product features:	
Single shot possible on both sides, applicable in both directions, empty shot 
safety device, path-controlled continuous release, distance adjustment for 40, 
60, 80, 110 mm, guide aid - sighting device, adjustable side stop up to 140 mm, 
release safety device - function only with unit in place, can be operated from 
both sides, depth adjustment, rubberised wheels

Coil nails Type CNW

Wire gauge: Ø 2.5 - 3.1 mm | Angle: 16°
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Handle for SLIDER
For use in upright walk
Tool-free installation, additional rollers for user-friendly handling

Can be mounted on any slider without telescopic handle:
■  �SLIDER 5C-Q75
■  �SLIDER 5C-Z75
■  �SLIDER 7F-CNW90

Order No. Z 980 168 01

SLIDER Maintenance unit
Quick and easy assembly for safe function and low wear
Pressure reducer with pressure gauge, mist lubricator

Order No. Z 980 314 01



PREBENA ETA Staples:

Safety and Quality 
directly from the
Manufacturer



The European Technical Approval (ETA) authorizes a CE marking and offers
reliable proof of specific performance characteristics for permanent use in
building, prefabricated house and timber frame construction.

According to Eurocode 5, staples must not be subjected to long-term or
permanent pull-out forces − e. g. in the case of suspended ceilings
or ceiling parts − in structural timber construction.
Staples with ETA approval are absolutely necessary for this.

Staple-certification for wire Ø 1.52 – 2.0 mm up to 170 mm in versions:

RA	 = stainless steel, material number 1.4539
RF	 = stainless steel, material number 1.4301 (V2A)
RV	 = stainless steel, material number 1.4401 
SV	 = strong galvanized steel, 12 μm galvanizing

■  Approval is possible for wire Ø 1.52 mm: PREBENA Type: L, Z, WD, GX, KG, S, ZK
■  �Approval is possible for wire Ø 1.80 mm: PREBENA Type: Q, SB, WH, ZB
■  �Approval is possible for wire Ø 2.00 mm: PREBENA Type: WP, QL, WK, WL  and many more

BEST QUALITY
MADE IN GERMANY

AUTOMATED PRODUCTION TECHNOLOGY

In Eurocode 5, nails are sized according to the product standard DIN EN 14592. This standard gives the material pro-
perties and required test methods, which are necessary to the connecting means with the requirements of Eurocode 5.

This  certification is indicated by the CE mark. The standard also specifies a series of verification and testing 
procedures to ensure compliance with the CE marking.

Our fasteners:
■  ��Bright and ring shaft nails Type CNF, CNH, CNW, PR, RK, and RKP
■  �Anchornails Type ANK are conform with the required characteristics 

of Eurocode 5.

Nach DIN EN 13964

PREBENA galvanized staples 
Type E, ES and H comply with the 
requirements of 
DIN EN 13964:2014-08 
(static load-bearing capacity of 
suspended ceiling components). 
The staples are ideal for ceiling 
systems in interior construction.

Nach DIN EN 14566

PREBENA strong galvanized stap-
les made of stainless steel material  
no. 1.4301 - CRFHA and CSVHA 
Type L, Q and Z comply with the 
class A1 requirements in case of fire 
according to EN 14566:2008+A1.

PREBENA screws comply with the 
requirements of 
EN 14566:2008+A1. 
The drywall screws can be used to 
fasten plasterboards and gypsum 
fiber boards.

PREBENA strong galvanized steel 
staples Type Q have proven 
their fire resistance through a fire 
resistance test according to 
DIN EN 1363-1:2020 / 
DIN EN 1364-1:2015

PREBENA staples as certified construction product
Recognised throughout Europe and respected worldwide

EUROCODE 5 ‒ EN 14592

PREBENA staples Type Q with 
ETA-Certification are approved  
for fastening roof battens! 
Expert opinion:
G-525-25-Prebena-Q-Klammer-
Dachlatten-260128



Best Quality 
for best Results!
PREBENA ETA staples − reliable, certified, deployable 
across Europe and, of course, „Made in Germany“



Made in Germany.
Certified.

Reliable.

BEST QUALITY
MADE IN GERMANY

DISCOVER!



PREBENA Wilfried Bornemann GmbH & Co. KG  |  Seestraße 20-26  |  D-63679 Schotten
PHONE +49 6044 9601-0  |  Fax +49 6044 9601-820  |  info@prebena.de

WEB
PREBENA.COM

LET’S Connect

This is our 
understanding of 
customer-oriented 
service.

Te
ch

ni
ca

l d
at

a 
su

bj
ec

t t
o 

ch
an

ge
, e

rr
or

s a
nd

 o
m

iss
ion

s e
xc

ep
te

d.  
  ©

 P
RE

BE
NA

 W
ilf

rie
d 

Bo
rn

em
an

n 
Gm

bH
 &

 C
o. 

KG
  |

  0
2-

20
26

BEST QUALITY
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