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8.000 Brads in assortment case (J-BOX)
J25CNKHA galvanized, resin-coated 2.000
J32CNKHA galvanized, resin-coated 2.000
J40CNKHA galvanized, resin-coated 2.000
J50CNKHA galvanized, resin-coated 2.000

PROFI-J-BOX (metaBOX)

J-BOX (Assortment case)

Brads Type J

Technical data:
Weight (kg) 1,3
Working pressure (bar) 4 - 7
Air consumption (l/nail) ca. 0,6
L x W x H (mm) 245 x 56 x 244

2XR-J50
Pneumatic nailer for brads 
Type J from 16 – 50 mm

Product features:	
Release safety device, imprint protection, depth adjustment.
Delivered in plastic transport case.

12.500 Brads in metaBOX (PROFI-J-BOX)
J19CNKHA galvanized, resin-coated 2.500
J25CNKHA galvanized, resin-coated 2.500
J30CNKHA galvanized, resin-coated 2.500
J35CNKHA galvanized, resin-coated 2.500
J40CNKHA galvanized, resin-coated 2.500

Suitable fastener: Brads Type J

Article No. Material Boxes/
Outer box Pcs/Box

J16CNKHA galvanized, resin-coated 20 10.000
J19CNKHA galvanized, resin-coated 18 12.000
J25CNKHA galvanized, resin-coated 18 10.000
J30CNKHA galvanized, resin-coated 18 8.000
J32CNKHA galvanized, resin-coated 18 6.000
J35CNKHA galvanized, resin-coated 18 6.000
J40CNKHA galvanized, resin-coated 18 4.000
J45CNKHA galvanized, resin-coated 18 10.000
J50CNKHA galvanized, resin-coated 18 8.000
J16CRF Stainl. steel material no. 1.4301 18 6.000
J19CRF Stainl. steel material no. 1.4301 18 6.000
J25CRF Stainl. steel material no. 1.4301 18 12.000
J32CRF Stainl. steel material no. 1.4301 18 10.000
J40CRF Stainl. steel material no. 1.4301 18 8.000
J50CRF Stainl. steel material no. 1.4301 18 6.000
Brads in blister pack
J16CNKHA-B galvanized, resin-coated 10 1.100
J19CNKHA-B galvanized, resin-coated 10 1.100
J25CNKHA-B galvanized, resin-coated 10 1.100
J30CNKHA-B galvanized, resin-coated 10 1.100

Wire gauge: 1,0 x 1,25 mm
Head size: 1,0 x 2,0 mm
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Technical data:
Weight (kg) 3,2
Working pressure (bar) 4 - 7
Air consumption (l/nail) ca. 2,0
L x W x H (mm) 530 x 110 x 370

7XR-RK90
Pneumatic nailer for strip nails 
Type RK and RKP from 50 – 90 mm
Wire gauge: Ø 2,8 – 3,1 mm

Product features:	
Release safety device, imprint protection, empty shot safety device, single and 
contact release. Delivered in plastic transport case.

RK-BOX (Assortment case)

Suitable fastener: Strip nails Type RK
Article No. Material Pcs/Box
RK28/50BK bright 3.000
RK28/60BK bright 3.000
RK28/65BK bright 3.000
RK28/70BK bright 3.000
RK28/76BK bright 3.000
RK31/65BK bright 3.000
RK31/70BK bright 3.000
RK31/80BK bright 3.000
RK31/90BK bright 3.000
RK28/65BKRI bright, ring 3.000
RK28/70BKRI bright, ring 3.000
RK31/65BKRI bright, ring 3.000
RK31/70BKRI bright, ring 3.000
RK31/80BKRI bright, ring 3.000
RK31/90BKRI bright, ring 3.000
RK28/65NK galvanized 3.000
RK28/70NK galvanized 3.000
RK31/65NK galvanized 3.000
RK31/70NK galvanized 3.000
RK31/80NK galvanized 3.000
RK31/90NK galvanized 3.000
RK28/65NKRI galvanized, ring 3.000
RK31/90NKRI galvanized, ring 3.000

Suitable fastener: Strip nails Type RKP
Article No. Material Pcs/Box
RKP28/65BK bright 2.700
RKP28/70BK bright 2.700
RKP31/80BK bright 2.000
RKP31/90BK bright 2.000
RKP28/65BKRI bright, ring 2.700
RKP31/80BKRI bright, ring 2.000
RKP31/90BKRI bright, ring 2.000
RKP28/65NK galvanized 2.700
RKP31/80NK galvanized 2.000
RKP31/90NK galvanized 2.000
RKP28/65NKRI galvanized, ring 2.700
RKP31/80NKRI galvanized, ring 2.000
RKP31/90NKRI galvanized, ring 2.000

1.680 Strip nails in assortment case (RK-BOX)
RK28/65BK bright 960
RK31/90BK bright 720

Strip nails Type RKP,
paper collated

Wire gauge: Ø 2,8 - 3,1 mm | Angle: 20°

Strip nails Type RK,
plastic collated

Wire gauge: Ø 2,8 - 3,1 mm | Angle: 20°
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Technical data:
Weight (kg) 4,1
Working pressure (bar) 5 - 8
Air consumption (l/nail) ca. 2,7
L x W x H (mm) 390 x 145 x 370

8XR-CNW90
Pneumatic nailer for coil nails 
Type CNW from 45 – 90 mm 
Wire gauge: Ø 2,5 – 3,1 mm

Product features:	
Release safety device, imprint protection, single and contact release.
Delivered in plastic transport case.

Coil nails Type CNW

Suitable fastener: Coil nails Type CNW
Article No. Material Pcs/Box
CNW25/45BK bright 10.800
CNW25/50BK bright 9.000
CNW25/55BK bright 7.200
CNW25/60BK bright 7.200
CNW25/65BK bright 7.200
CNW25/70BK bright 7.200
CNW28/65BK bright 6.000
CNW28/70BK bright 6.000
CNW28/75BK bright 4.500
CNW28/80BK bright 4.500
CNW31/70BK bright 4.800
CNW31/80BK bright 3.600
CNW31/90BK bright 3.600
CNW25/45BKRI bright, ring 10.800
CNW25/50BKRI bright, ring 9.000
CNW25/60BKRI bright, ring 7.200
CNW25/65BKRI bright, ring 7.200
CNW28/65BKRI bright, ring 6.000
CNW28/75BKRI bright, ring 4.500
CNW31/80BKRI bright, ring 3.600
CNW31/90BKRI bright, ring 3.600
CNW28/65NK galvanized 6.000
CNW31/80NK galvanized 3.600
CNW31/90NK galvanized 3.600
CNW28/65NKRI galvanized, ring 6.000
CNW31/80NKRI galvanized, ring 3.600
CNW31/90NKRI galvanized, ring 3.600
CNW28/65NK Stainl. steel material no. 1.4301 6.000
CNW31/80RFRILI* Stainl. steel material no. 1.4301 4.050

Wire gauge: Ø 2,5 - 3,1 mm | Angle: 16°

*with lens head
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PKT-TWINTEC 400
Filling station for refilling PREBENA compressed air cartridges and 
compressor for all compressed air devices up to 10 bar

Product features:	
Quick refilling of PREBENA-compressed air cartridges, compressed air cartridge 
= compressor vessel, automatic condensate drain, operating hours counter, 
automatic limit switch, automatic restart, solid tubular frame, fully automatic 
filling valve for filling 1 or 2 cartridges, foldable handle, type-tested safety valve, 
solid rubber wheels, pressure reducer, regulated compressed air outlet, gauge for 
filling and outlet pressure

Technical data:
Motor (V / W) 230 / 2200
Speed (rpm) 2760
Filling capacity (l/min) 100
Max. pressure (bar) 10
Weight (kg) 67
L x W x H (mm) 835 x 595 x 625

Filling hose
Accessory for own refilling of PREBENA 
compressed air cartridges with filling 
station PKT-TWINTEC 400

Order No. Z400.10 (1 piece)

Adapter
Accessory for own refilling of a com-
pressed air cartridge KT-1000 with 
filling station PKT-TWINTEC 400

Order No. ET00218301 (1 piece)
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VITAS 45

Technical data:
Motor (V / W) 230 / 250
Speed (rpm) 2840
Suction capacity (l/min) 41
Filling capacity (l/min) 24
Max. pressure (bar) 10
Tank volume (l) 4
Weight (kg) 10,0
L x W x H (mm) 370 x 310 x 300

Product features:	
Protected fittings, gauge for tank pressure, gauge for output pressure, pressure 
reducer, regulated compressed air connection

Oil-free    no oil change
                no oil in the condensation water

VITAS 100-AKKU
Lightweight and powerful battery compressor 
for mobile use

Technical data:
Motor (V) 18
Speed (rpm) 2760
Suction capacity (l/min) 100
Filling capacity (l/min) 60
Max. pressure (bar) 8
Tank volume (l) 5
Weight (kg) 8,5
L x W x H (mm) 340 x 315 x 380

Product features:	
Gauge for tank pressure, gauge for output pressure, pressure reducer with 
gauge, regulated compressed air connection, massive rubber feets, handle with 
anti-slip coating

Oil-free    no oil change
                no oil in the condensation water

Second battery can be stored 
directly the compressor to continue 
working without interruption

! Note: Delivered without battery. Battery and charging station see 
page 22. VITAS 100-AKKU-SET includes AKKU18-5,5-LIHD and char-
ging station AKKU-STATION 12-36
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VIGON 120

VIGON 240

VIGON 300

Technical data:
Motor (V / W) 230 / 1100
Speed (rpm) 2850
Suction capacity (l/min) 120
Filling capacity (l/min) 85
Max. pressure (bar) 8
Tank volume (l) 12
Weight (kg) 18,0
L x W x H (mm) 510 x 240 x 480

Technical data:
Motor (V / W) 230 / 1500
Speed (rpm) 2850
Suction capacity (l/min) 240
Filling capacity (l/min) 160
Max. pressure (bar) 8
Tank volume (l) 24
Weight (kg) 26,0
L x W x H (mm) 600 x 340 x 570

Technical data:
Motor (V / W) 230 / 1800
Speed (rpm) 2850
Suction capacity (l/min) 300
Filling capacity (l/min) 190
Max. pressure (bar) 8
Tank volume (l) 50
Weight (kg) 35,0
L x W x H (mm) 750 x 400 x 700

Product features:	
Gauge for tank pressure, pressure reducer with gauge, quality pressure switch 
with motor protection, oil sight glass, safety valve

Product features:	
Gauge for tank pressure, pressure reducer with gauge, quality pressure switch 
with motor protection, oil sight glass, safety valve

Product features:	
Gauge for tank pressure, pressure reducer with gauge, quality pressure switch 
with motor protection, oil sight glass, safety valve
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WARRIOR 255

Technical data:
Motor (V / W) 230 / 1840
Speed (rpm) 2840
Suction capacity (l/min) 256
Filling capacity (l/min) 150
Max. pressure (bar) 10
Tank volume (l) 20
Weight (kg) 45
L x W x H (mm) 770 x 530 x 580

Product features:	
Mount for PREBENA air hose reel, foldable transport handle, 10 m connection 
cable, solid rubber wheels, user-friendly control panel, pressure reducer with 
manometer, manometer for outlet pressure, 2 regulated compressed air 
connections, quality pressure switch with release valve, user-friendly boiler drain 
valve, additional transport handle, suitable for crane travel, motor protection

WARRIOR 435

Technical data:
Motor (V / W) 230 / 2200
Speed (rpm) 2840
Suction capacity (l/min) 433
Filling capacity (l/min) 210
Max. pressure (bar) 10
Tank volume (l) 25
Weight (kg) 58
L x W x H (mm) 790 x 630 x 580

Product features:	
Mount for PREBENA air hose reel, foldable transport handle, 10 m connection 
cable, solid rubber wheels, user-friendly control panel, pressure reducer with 
manometer, manometer for outlet pressure, 2 regulated compressed air 
connections, quality pressure switch with release valve, user-friendly boiler drain 
valve, additional transport handle, suitable for crane travel, motor protection

PREBENA air hose reel see page 108

Foldable handle

PREBENA air hose reel
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WARRIOR 460

Technical data:
Motor (V / W) 230 / 2200
Speed (rpm) 1180
Suction capacity (l/min) 460
Filling capacity (l/min) 300
Max. pressure (bar) 10
Tank volume (l) 23
Weight (kg) 75
L x W x H (mm) 850 x 650 x 735

Product features:	
Mount for 2 PREBENA air hose reels, double pressure relief, stable and robust 
tubular frame, suitable for crane transport, protected fittings, 2 cylinder 
compactor, V-belt drive, motor protection switch, quality pressure switch, 
5 m connection cable incl. holder, 2 filter pressure regulators, foldable handle, 
pneumatic wheels, boiler drainage via ball valves, pressure gauge for boiler and 
outlet pressure

PREBENA air hose reel see page 108

PREBENA air hose reel
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TWINSTAR 470

TWINMAX 420

Technical data:
Motor (V / W) 230 / 2200
Speed (rpm) 1500
Suction capacity (l/min) 350
Filling capacity (l/min) 210
Max. pressure (bar) 10
Tank volume (l) 50
Weight (kg) 52
L x W x H (mm) 1000 x 390 x 760

Technical data:
Motor (V / W) 230 / 2200
Speed (rpm) 1000
Suction capacity (l/min) 415
Filling capacity (l/min) 280
Max. pressure (bar) 10
Tank volume (l) 50
Weight (kg) 69
L x W x H (mm) 1050 x 400 x 830

Product features:	
Compact piston compressor with V-belt drive. Large fan wheel for efficient 
cooling, 75 % duty cycle, EN/VDE tested connection cable 220 Volt H07RN-F - 
3 m length, quality pressure switch with release valve, pressure gauge for boiler 
and outlet pressure, pressure reducer with water separator, boiler drainage via 
ball valve, safety valve, motor protection switch, metal belt guard, 
solid rubber wheels and vibration damper

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 75 % duty 
cycle, EN/VDE tested connection cable 220 Volt H07RN-F - 3 m length, quality 
pressure switch with release valve, gauge for boiler and outlet pressure, 
pressure reducer with water separator, boiler drainage via ball valve, safety 
valve, motor protection switch, metal belt guard, solid rubber wheels, 
vibration damper
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TWINSTAR 860-15

Technical data:
Motor (V / W) 400 - 3 ph / 4000
Speed (rpm) 1270
Suction capacity (l/min) 600
Filling capacity (l/min) 420
Max. pressure (bar) 15
Tank volume (l) 90
Weight (kg) 110
L x W x H (mm) 1180 x 500 x 1100

Technical data:
Motor (V / W) 400 - 3 ph / 4000
Speed (rpm) 1270
Suction capacity (l/min) 600
Filling capacity (l/min) 450
Max. pressure (bar) 10
Tank volume (l) 90
Weight (kg) 110
L x W x H (mm) 1180 x 500 x 1100

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 
75 % duty cycle, EN/VDE tested connection cable - 5 m length, 
400 V plug with phase inverter 16 A, quality pressure switch with release 
valve, pressure gauge for boiler and outlet pressure, pressure reducer with 
water separator, boiler drainage via ball valve, safety valve, motor protection 
switch, metal belt guard, solid rubber wheels, lockable castors

Product features:	
Compressor with V-belt drive and 15 bar maximum operating pressure. 
Large fan wheel for efficient cooling, 75 % duty cycle, EN/VDE tested connection 
cable - 5 m length, 400 V plug with phase inverter 16 A, quality pressure switch 
with release valve, gauge for boiler and outlet pressure, pressure reducer with 
water separator, boiler drainage via ball valve, safety valve, motor protection 
switch, metal belt guard, solid rubber wheels, lockable castors

TWINSTAR 670

! MAX. 
OPERATING 
PRESSURE:

15 bar
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Technical data:
Motor (V / W) 400 - 3 ph / 5500
Speed (rpm) 980
Suction capacity (l/min) 950
Filling capacity (l/min) 620
Max. pressure (bar) 10
Tank volume (l) 90
Weight (kg) 114
L x W x H (mm) 1180 x 500 x 1100

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 
75 % duty cycle, EN/VDE tested connection cable - 5 m length, 400 V plug with 
phase inverter 32 A, quality pressure switch with release valve, gauge for boiler 
and outlet pressure, pressure reducer with water separator, boiler drainage via 
ball valve, safety valve, motor protection switch, metal belt guard, solid rubber 
wheels, lockable castors

TWINSTAR 970
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MOUNTAINE 1450

MOUNTAINE 670

Technical data:
Motor (V / W) 400 - 3 ph ǀ 4000
Speed (rpm) 1270
Suction capacity (l/min) 600
Filling capacity (l/min) 450
Max. pressure (bar) 10
Tank volume (l) 270
Weight (kg) 145
L x W x H (mm) 600 x 650 x 1750

Technical data:
Motor (V / W) 400 - 3 ph ǀ 7500
Speed (rpm) 1280
Suction capacity (l/min) 1070
Filling capacity (l/min) 830
Max. pressure (bar) 10
Tank volume (l) 270
Weight (kg) 155
L x W x H (mm) 600 x 700 x 1760

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 
75 % duty cycle, EN/VDE tested connection cable, quality pressure switch with 
start-up relief valve, integrated motor protection, air connection with ball joint, 
safety valve, gauge for boiler pressure, boiler drainage via ball valve, vibration 
damping rubber feets, low vibration and noise due to low rotation speed, 
400 V plug with phase inverter 16 A

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 
75 % duty cycle, EN/VDE tested connection cable, 400 V plug with phase in-
verter 32 A, star-delta switch, electromagnetic pressure relief, quality pressure 
switch with start-up relief valve, integrated motor protection, air connection 
with ball joint, gauge for boiler pressure, safety valve, boiler drainage via ball 
valve, vibration damping rubber feets, low vibration and noise due to low 
rotation speed



COMPRESSORS & FITTINGS  |  105

PREBENA.COM

CO
M

PR
ES

SO
RS

&
 F

IT
TI

N
GS

H
AN

D
 S

TA
PL

ER
S

FA
ST

EN
ER

S

SK 7,5-10
Screw compressor.
High power compressor for non-stop use

ORKAN 670

Technical data:
Motor (V / W) 400 - 3 ph ǀ 7500
Speed (rpm) 5900
Filling capacity (l/min) 1000
Max. pressure (bar) 10
Tank volume (l) 270
Weight (kg) 345
L x W x H (mm) 1300 x 680 x 1585

Technical data:
Motor (V / W) 400 - 3 ph ǀ 4000
Speed (rpm) 1270
Suction capacity (l/min) 600
Filling capacity (l/min) 450
Max. pressure (bar) 10
Tank volume (l) 270
Weight (kg) 145
L x W x H (mm) 1800 x 600 x 1150

Product features:	
Compressor with V-belt drive. Large fan wheel for efficient cooling, 
75 % duty cycle, EN/VDE tested connection cable, 400 V plug with phase 
inverter 16 A, filter pressure reducer with water separator, low vibration and 
noise due to low rotation speed, quality pressure switch with start-up relief 
valve, integrated motor protection, air connection with ball joint, gauge for 
boiler pressure, safety valve, boiler drainage via ball valve, vibration damping 
rubber feets

Also available as version with acoustic housing: ORKAN 670-SCH

Product features:	
Maintenance free IE 3 motor, compactor „Made in Gemany“, long service intervals, 
acoustic housing, pressure vessel, condensate drain with ball valve, emergency 
stop switch, star-delta start-up, boiler pressure gauge, temperature monitoring, 
minimum pressure valve, electromagnetic suction regulator, oil pre-separator, 
oil separator, oil filter, grounding strap, large honeycomb cooler

Also available in 8 bar / 15 bar versions.

With acoustic housing
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Screw connector

Parallel thread
Tube outside diameter: Ø 18 mm
Thread: 1/2”
Order No. Z-RLVB18

Closing plug

Fitting outside diameter: Ø 18 mm
Order No. Z-RLVS18

Straight connector

Tube outside diameter: Ø 18 mm
Order No. Z-RLGV18

Tube clip

For Ø 18 mm tube
Order No. Z-RLRK18EB

T-connector

Tube outside diameter: Ø 18 mm
Order No. Z-RLT18

Tube clip

For Ø 18 mm tube
Order No. Z-RLRK18

Wall angle 90°

For coupling 3/4”
Order No. Z-RLWW22

Ball valve

For coupling 1/2”
Order No. ET 97331201

For coupling 3/4”
Order No. ET 98308301

Air distributor aluminium

Inside thread-entrance: 1/2”,
Inside thread-exit: 3 x 1/2”
Inkl. 2 Stopfen

With 3 x 1/2” female thread for insertion 
screws of adapters, couplings, etc. 
A connector 1/2” Z-RLVB18 is needed for 
the tube connection. Order No. Z-RLLV3

Plastic tubes

Outer Ø: 18 mm, Inner Ø: 14 mm
Section thickness: 2 mm
Max. operating pressure: 22 bar
Tubes made of polyamide 12, are 
particularly pressure and temperature 
resistant, vibration and impact resistant, 
corrosion and aging resistant and low 
weight. Order No. Z-RLB3

Screw reducing connector

Tube outside diameter: Ø 18 mm
Fitting outside diameter: Ø 22 mm
Order No. Z-RLRV18

Angle connector

Tube outside diameter: Ø 18 mm
Order No. Z-RLW18

Plug-in connectors and tubes for pneumatic systems

Z-RLB18

Z-RLW18

Z-RLT18

Z-RLWW22

All parts also available with Ø 22 mm
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Air hose

Spiral hose 6 x 9 m
Streched length: 7,5 m
Working length: 4 m
Max. pressure: 13 bar
Order No. Z160.11

Air hose

Spiral hose 8 x 12 mm
Polyurethane air hose with safety 
coupling and steel male nipple. 
Max. pressure: 8 bar
Order No. Z150.20: Length 8 m

Air hose set

Air hose set 10 m
High flexible hybrid-polymer air hose 
with safety coupling and steel male 
nipple. Max. pressure: 12 bar
Order No. Z200.15: 10 x 16 mm

Air hose set

Air hose set 10 m
with coupling and male nipple. 
Max. pressure: 13 bar
Order No. Z200.20: 9 x 3 mm
Order No. Z200.25: 6 x 3 mm

Air hose

High pressure hose 50 m
Max. pressure: 13 bar
Order No. Z180.81: 6 x 3 mm
Order No. Z180.82: 9 x 3 mm

Air hose

High flexible air hose 50 m
Max. pressure: 16 bar
Order No. Z180.94: 9 mm

Air hose reel

PU/PVC hose 12 m
Max. pressure: 12 bar
Weight: 5,7 kg
Temperature: -15° up to +65°
With safety coupling, 1 m
■ �Automatic rolling
■ Hose snap-in with locking catch
■ Powder-coated steel housing
■ �Rotatable holder, 180° 
Order No. Z155.95: 10 x 14 mm

Air hose reel

30 m polyurethane hose 8 x 12 mm
Max. pressure: 13 bar
Weight: 7,2 kg
L x W x H: 330 x 350 x 250 mm
■ �Very good air flow
■ Independent of temperature
■ Easy transport
■ �Fast connection to compressor and 

pneumatic device
■ �Sturdy metal base 360° rotatable
■ Turnable coupling and male nipple
■ Connecting hose, 1 m
■ �Foldable handle
Order No. Z180.00

Air hose

Spiral hose 9 x 12 m
Streched length: 7,5 m
Working length: 4 m
Max. pressure: 13 bar
Order No. Z160.12

Air hose

Spiral hose 6,5 x 10 m
Polyurethane air hose with safety 
coupling and steel male nipple. 
Max. pressure: 8 bar
Order No. Z150.17: Length 6 m
Order No. Z150.18: Length 8 m
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Blow gun

Aluminium blow gun with male nipple. 
Max. pressure: 10 bar
Order No. Z170.80E

Balancer

Balancer for pneumatic device
Load capacity: 1,0 - 2,0 kg
Extraction: 160 cm
Weight: 0,6 kg
Order No. Z110.31

Balancer

Balancer for pneumatic device
Load capacity: 2,0 - 4,5 kg
Extraction: 160 cm
Weight: 1,9 kg
Order No. Z110.32

Balancer

Balancer for pneumatic device
Load capacity: 4,0 - 7,0 kg
Extraction: 180 cm
Weight: 2,1 kg
Order No. Z110.33

Pneumatic valve set

For inflating gun, 3 parts
Order No. Z176.81E

Air distributor

With 2 exits
Order No. Z140.42E

Pressure regulator

With standard coupling and male nipple
Manometer: 0 - 12 bar
Order No. Z200.50

Inflating gun

With valve set
Order No. Z175.80

Air distributor

With 3 exits
Order No. Z140.44E

Maintenance unit

With waterseparator, pressure redu-
cer and oil atomizer
Connection: G 3/8”
Weight: 1,8 kg
Order No. Z120.21

Connecting hose

RF 100/200, for inflating gun
Order No. Z176.80E

Small oiler

For pneumatic nailer and stapler, 
adjustable oil dosage
Order No. Z200.00

Blow gun

Made of composite with metal nozzle 
and male nipple
Metal nozzle: 110 mm
Max. pressure: 10 bar
Order No. Z170.85

Blow gun

Made of composite with metal nozzle 
and male nipple
Metal nozzle: 330 mm
Max. pressure: 10 bar
Order No. Z170.90
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Quick connection coupling

Male thread 1/4” 
Order No. Z130.31E

Quick connection coupling

Female thread 3/8”
Order No. Z130.91E

Quick connection coupling

Female thread 1/2”
Order No. Z130.92E

Quick connection coupling

Female thread 1/4” 
Order No. Z130.93E

Quick connection coupling

Hose connection 6 mm
Order No. Z130.43E

Maile nipple

9 mm
Order No. Z130.48E

Threaded plug nipple

Female thread R 1/4”
Order No. Z130.70E

Quick connection coupling

Hose connection 9 mm
Order No. Z130.44E

Maile nipple

Male thread 1/4”
Order No. Z130.49E

Threaded plug nipple

Female thread R 3/8”
Order No. Z130.71E

Maile nipple

6 mm
Order No. Z130.47E

Maile nipple

Male thread 3/8”
Order No. Z130.51E

Quick connection coupling

Male thread 3/8” 
Order No. Z130.35E

Quick connection coupling

Male thread 1/2” 
Order No. Z130.90E
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Double nipple

R 1/4”
Order No. Z130.72E

Reducing socket

R 1/4” x 1/2”
Order No. Z130.73E

Reducing socket

R 1/4” x 3/8”
Order No. Z130.75E

Reducing socket

R 3/4” x 1/2”
Order No. Z130.77E

Hose nipple

R 3/8” x 9 mm
Order No. Z180.87E

Hose clamp

6 mm
Order No. Z180.84E

Special oil

1/2 liter
For pneumatic nailer
Order No. Z200.10

Hose nipple

R 1/4” x 6 mm
Order No. Z180.88E

Hose clamp

9 mm
Order No. Z180.86E

Special oil

1 liter
For compressors
Order No. Z200.40

Special oil

1 liter
Synthetic oil for compressors
Order No. Z200.60

Thread sealing tape

Roll, 12 m
Order No. Z190.00E

Hose clamp

20 - 32 mm
Order No. Z180.90E

Reducing double nipple

R 1/4” x 3/8”
Order No. Z130.74E

Reducing double nipple

R 3/8” x 1/2”
Order No. Z130.76E
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Blow gun 90-200 2-6 ◪ ◪ ◪ ◪ ◪ ◪ ◪ ◪ ■ ■ ◪ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Concrete vibrator 300 4-6 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Metal shears 280 6 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Metal gwaner 350 6 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ■ ■ ■ ■ ■ ■ ■

Drill machine 400 6 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ■ ■ ■ ■ ■ ■ ■

Paint spraying gun 200 3-4 □ □ □ □ □ ◪ ◪ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Grease press 0,5 2-8 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Eccentric sander 350 6 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ■ ■ ■ ■ ■ ■ ■

Cavity gun 210 1-6 □ □ □ □ □ ◪ ◪ ◪ ◪ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Car body saw 220 6 □ □ □ □ □ ◪ ◪ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Cartridge gun – 3-5 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Chipping hammer small 240 4-6 □ □ □ □ □ ◪ ◪ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Chipping hammer large 450 4-6 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ■ ■ ■ ■ ■ ■ ■

Needle scaler 120-200 4-8 ■ ■ ■ ■ ■ ◪ □ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Pneumatic nailer small 0,5-1,5 4-8 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Pneumatic nailer medium 1,6-3,5 4-8 ◪ □ □ ◪ ■ ■ ◪ ◪ ■ ■ ◪ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Pneumatic nailer large 3,6-5 4-8 □ □ □ □ □ ◪ ◪ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Riveting tong 1,2 4-6 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Oil scavenging – 6-8 ◪ ◪ ◪ ◪ ◪ ◪ ◪ ◪ ■ ■ ◪ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Ratchet screwdriver 280 6 □ □ □ □ □ ◪ ■ ■ ◪ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Inflating gun – 7 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Sandblasting gun 350 6 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Pneumatic shears 360 6 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Spray gun 150-400 1-6 □ □ □ □ □ ◪ ◪ ◪ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Axial grinder 300 6 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Jigsaw 250 6 □ □ □ □ □ ◪ □ □ ◪ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Impact wrench 280 6 □ □ □ □ □ ◪ □ □ ◪ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Screwdriver 200 6 □ □ □ □ □ ◪ □ □ ◪ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Spot weld milling machine 100 6 ◪ □ □ □ ◪ ■ ◪ ◪ ■ ■ ◪ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Orbital sander 300 6-8 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Unicutter 370 6-8 □ □ □ □ □ □ □ □ □ ◪ □ ◪ ◪ ■ ■ ■ ■ ■ ■ ■ ■

Underbody gun 210 2-6 □ □ □ □ □ ◪ □ □ ◪ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Cleaning gun 400-500 5-9 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ◪ ◪ ■ ■ ■ ■ ■

Angle grinder 400-500 6-8 □ □ □ □ □ □ □ □ □ □ □ □ □ ◪ ◪ ◪ ■ ■ ■ ■ ■

■ suitable       ◪ limited suitable*      □ not suitable

Portable or stationary compressor systems – 
PREBENA has the optimal solution for all applications
Thanks to the different designs, each PREBENA compressor can be selected to suit the respective application 
situation and compressed air requirements.

You need a lot of power in a small space? Then you will appreciate the space-saving design of our compressors. 
You care about mobility? Then you will be impressed by the compactness of our portable compressors or the 
PREBENA compressed air cartridge technology PKT.

*For further information please contact our service team, Phone: +49 06044 9601-401 or -407
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HFPF09
Stapling hammer for staples 
Type PF from 6 – 9 mm

HFPF14
Stapling hammer for staples 
Type PF from 8 – 14 mm

Stapling hammer 
power packs
Stapling hammer HFPF09 with staples 
Type PF09CNK 

Product features:	
Breech-loading magazine, robust metal housing, ergonomic handle with anti-slip 
coating, low effort, simple and reliable loading system

Product features:	
Underloader magazine, robust metal housing, ergonomic handle with anti-slip 
coating, low effort, simple and reliable loading system

Product features:	
See HFPF09

Delivered in a metal transport case:

HFPF01
1x stapling hammer HFPF09
12 boxes = 60.000 staples Type PF09CNK

HFPF02
2x stapling hammers HFPF09
12 boxes = 60.000 staples Type PF09CNK

Technical data:
Weight (kg) 0,9
L x W x H (mm) 300 x 25 x 50

Technical data:
Weight (kg) 1,0
L x W x H (mm) 295 x 30 x 85

HFPF01

HFPF02
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HPPF14
Manual stapling gun for staples 
Type PF from 6 – 14 mm

DNPF16
Pneumatic nailer for staples 
Type PF from 6 – 16 mm

Product features:	
Underloader magazine, robust metal housing, ergonomic handle with anti-slip 
coating, low effort, simple and reliable loading system

Product features:	
Underloader magazine, release safety device, exhaust air adjustable

Technical data:
Weight (kg) 0,85
L x W x H (mm) 190 x 25 x 155

Technical data:
Weight (kg) 0,75
Working pressure (kg) 4-7
Air consumption (l/staple) ca. 0,29
L x W x H (mm) 230 x 48 x 166

Suitable fastener: Staples Type PF
Article No. Material Boxes/Outer box Pcs/Box
PF06CNK galvanized 20 8.000
PF09CNK galvanized 20 5.000
PF12CNK galvanized 20 4.000
PF14CNK galvanized 20 3.000
PF16CNK galvanized 20 3.000
Staples in blister pack
PF06CNK-B galvanized 10 1.200
PF09CNK-B galvanized 10 1.200
PF14CNK-B galvanized 10 600
PF09CRF-B Stainl. steel material no. 1.4301 5 1.200

PF-BOX (Assortment case)

9.000 staples in assortment case (PF-BOX)
PF06CNK galvanized 2.000
PF09CNK galvanized 5.000
PF14CNK galvanized 2.000

Staples Type PF

Wire gauge: 0,5 x 1,25 mm
Back width: 10,6 mm
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HFVZ10
Stapling hammer for staples 
Type VZ from 6 – 10 mm

Product features:	
Underloader magazine, robust metal housing, ergonomic handle with anti-slip 
coating, low effort, simple and reliable loading system

Technical data:
Weight (kg) 0,5
L x W x H (mm) 285 x 27 x 30

HPVZ08
Manual stapling gun for staples 
Type VZ from 6 – 8 mm

Product features:	
Robust metal housing, ergonomic handle with anti-slip coating, 
low effort, simple and reliable loading system

Technical data:
Weight (kg) 0,4
L x W x H (mm) 155 x 20 x 75

Suitable fastener: Staples Type VZ
Article No. Material Boxes/Outer box Pcs/Box
VZ06CNK galvanized 40 6.700
VZ08CNK galvanized 40 5.000
VZ10CNK galvanized 50 4.000
Staples in blister pack
VZ06CNK-B galvanized 5 2.800
VZ08CNK-B galvanized 5 2.800
VZ10CNK-B galvanized 5 2.800

Staples Type VZ

Wire gauge: 0,41 x 0,7 mm
Back width: 10,5 mm
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Staples Type VX

HTVX08
Manual stapling gun for staples 
Type VX from 6 – 8 mm

HP-J/VX16
Manual stapling gun for staples 
Type VX from 6 – 16 mm and brads 
Type J 16 mm

Product features:	
Robust metal housing, ergonomic handle with anti-slip coating, 
low effort, simple and reliable loading system

Product features:	
Durable die-cast aluminum housing, ergonomic handle, simple loading system, 
inspection window for staple filling level, easy troubleshooting, adjustable 
impact depth

Technical data:
Weight (kg) 0,25
L x W x H (mm) 155 x 20 x 90

Technical data:
Weight (kg) 0,6
L x W x H (mm) 179 x 35 x 150

Suitable fastener: Staples Type VX
Article No. Material Boxes/Outer box Pcs/Box
VX06CNK galvanized 50 6.000
VX08CNK galvanized 50 5.000
VX10CNK galvanized 50 4.000
VX12CNK galvanized 50 3.000
VX14CNK galvanized 50 3.000
Staples in blister pack
VX06CNK-B galvanized 5 2.000
VX08CNK-B galvanized 5 2.000
VX10CST-B galvanized steel 10 1.000
VX12CST-B galvanized steel 10 1.000
VX14CST-B galvanized steel 5 1.000
VX16CST-B galvanized steel 5 1.000
VX06CRF-B Stainl. steel material no. 1.4301 5 2.000
VX08CRF-B Stainl. steel material no. 1.4301 5 2.000
VX10CRF-B Stainl. steel material no. 1.4301 10 1.000

Suitable fastener: Brads Type J
Article No. Material Boxes/Outer box Pcs/Box
J16CNKHA galvanized, resin-coated 10 10.000
Brads in blister pack
J16CNKHA-B galvanized, resin-coated 10 1.000

Wire gauge: 0,58 x 0,75 mm
Back width: 11,3 mm

Brads Type J

Wire gauge: 1,0 x 1,25 mm
Head size: 1,0 x 2,0 mm



FASTENERS





  122  |  FASTENERS

PREBENA.COMFA
ST

EN
ER

S

Application Staples
A AZ B D E ES H L O PF Q R TK V VS VX VZ WD WP WS WZ XA Z ZK

Upholsterer / Interior designer
Upholstery ■ ■ ■ ■ ■ ■ ■ ■ ■

Decoration ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Wall covering ■ ■ ■ ■ ■ ■ ■ ■ ■

Filing margin pad ■ ■ ■ ■ ■ ■ ■ ■

Cloth, leather, fell ■ ■ ■ ■

Foil, cardboard, paper ■ ■ ■ ■

Interior work / Drywall installation
Skirting, cover strips
Decorative moulding
Panel ceiling ■ ■ ■ ■ ■

Profile board ■ ■ ■ ■ ■

Window, door ■ ■ ■ ■

Glass strip
Ceiling lining, wall covering ■ ■ ■ ■ ■ ■

Parquet
Substructure ■ ■ ■ ■

Chipboard, OSB ■ ■ ■ ■ ■ ■ ■ ■ ■

Gypsum fibre board ■ ■ ■ ■ ■ ■ ■ ■ ■

Gypsum plaster board ■ ■ ■ ■ ■ ■ ■ ■ ■

Exhibition stand construction ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Acoustics ■ ■ ■ ■ ■ ■ ■ ■

Carpenter / Roofer
Roof batten
Roof boarding
Outside boarding ■ ■ ■ ■ ■ ■

Bottom-cover boarding ■ ■ ■ ■ ■ ■

Visual boarding ■ ■ ■ ■ ■ ■

Weather boarding ■ ■ ■ ■ ■ ■

Saving foamwork ■ ■ ■ ■ ■ ■

Caping and verge boarding ■ ■ ■ ■ ■ ■

Flue boarding ■ ■ ■

Roof framework
Substructure ■ ■ ■ ■

Framework ■ ■ ■ ■ ■ ■

Timber connectors
Timber frame system ■ ■ ■ ■ ■ ■

Dormer ■ ■ ■ ■ ■ ■

Wood connector
Roof cladding
Valley board
Inflow sheet
Roofing felt, bitumen ■ ■ ■ ■ ■ ■

Insulation ■ ■

Packaging
Wooden box ■ ■ ■ ■ ■ ■ ■

Pallet ■ ■ ■ ■ ■ ■

Pallet repair ■ ■ ■ ■ ■ ■

Cardboard box ■

Cardboard closing ■ ■

Cardboard stapling ■ ■ ■ ■

Others
Wooden fence ■ ■ ■ ■ ■ ■ ■ ■

Wire fence ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Small furniture ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Furniture back board ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Case plinth
Terrace building ■ ■ ■ ■ ■ ■ ■

Garden house ■ ■ ■ ■ ■ ■ ■

Carport ■ ■ ■ ■ ■ ■ ■

Rack, bridge ■ ■ ■ ■ ■ ■ ■

Flowering profile, ornaments
Picture frame
Shoe industriy ■

Office stapler ■

■ Suitable for...       
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Brads Pins Nails Screws
DA J JA N AL ALK GA ANK CNH CNF CNW CNS CSS CNZ PR RK RKP T WN MGS

■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■

■ ■ ■

■

■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■

■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■

■

■ ■

■ ■

■ ■

■

■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■

■ ■

■ ■ ■ ■

■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■ ■ ■ ■ ■ ■ ■ ■

■ ■ ■

■ ■ ■

■ Suitable for...      
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B-Cut
Stub cut

CI-Cut
Chisel cut (inside cut)

DL-Cut
Saw cut (barb left)

Bright

Round-head D-head Lens-head T-head Brad Pin

Ring

Screw

CC-Cut
Chisel cut

C-Cut
Chisel cut (standard)

DR-Cut
Saw cut (barb right)

CD-Cut
Chisel saw cut

DDR-Cut
Saw cut (barb to barb)

D-Cut
Saw cut general
(barb right or left)

STAPLE CUTS

NAILS

NAIL HEADS
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How to read our
type designations

Quality of wire (Variants/Material)

RA	 = stainless steel (material number 1.4539)
RF	 = stainless steel (material number 1.4301)
RV	 = stainless steel (material number 1.4401)
RFRILI	 = stainless, ring, fillister head
SV	 = strong galvanized steel
ST	 = galvanized steel with high tensile strength
VZ	 = hot dipped galvanized

Coating HA = PREBENA GOLD LOC coated Unlisted fastener discription on request!

AL	 = Aluminium
BK	 = bright
BZ	 = Bronce
LF	 = liquor finished
MS	 = Brass
NK	 = galvanized
VK	 = copper

STAPLES

NAILS
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Article No. Material Boxes/ 
Outer box

Pcs/
Outer box Pcs/Box Suitable for...

see page

Staples Type A – materials brass or steel on request
A04CNK galvanized 20 200.000 10.000 34, 89
A06CNK* galvanized 18 216.000 12.000 34, 35, 89
A08CNK* galvanized 18 180.000 10.000 34, 35, 89
A10CNK* galvanized 18 144.000 8.000 34, 35, 89
A12CNK galvanized 18 108.000 6.000 34, 35, 89
A14CNK galvanized 18 108.000 6.000 34, 35, 89
A16CNK galvanized 18 72.000 4.000 34, 35, 89
A18CNK galvanized 18 72.000 4.000 34
A20CNK galvanized 18 72.000 4.000 34
A22CNK galvanized 18 72.000 4.000 34
A25CNK galvanized 18 54.000 3.000 34
A08CAL Aluminium 18 180.000 10.000 34, 35, 89
A10CAL Aluminium 18 144.000 8.000 34, 35, 89
A12CAL Aluminium 18 108.000 6.000 34, 35, 89
A14CAL Aluminium 18 108.000 6.000 34, 35, 89
A06CRF Stainless steel material no. 1.4301 18 216.000 12.000 34, 35, 89
A08CRF Stainless steel material no. 1.4301 18 180.000 10.000 34, 35, 89
A10CRF Stainless steel material no. 1.4301 18 144.000 8.000 34, 35, 89
A14CRF Stainless steel material no. 1.4301 18 108.000 6.000 34, 35, 89
A20CRF Stainless steel material no. 1.4301 18 72.000 4.000 34
A25CRF Stainless steel material no. 1.4301 18 54.000 3.000 34
*available in an assortment case - see page 136
Staples Type B
B16CLF liquor finished 1 10.000 10.000 49
B19CLF liquor finished 1 10.000 10.000 49
B22CLF liquor finished 1 7.500 7.500 49
Staples Type D
D04CNK galvanized 20 184.800 9.240 36
D06CNK* galvanized 20 134.000 6.700 36
D08CNK* galvanized 20 100.000 5.000 36
D10CNK* galvanized 15 75.000 5.000 36
D12CNK galvanized 15 75.000 5.000 36
D14CNK* galvanized 15 60.000 4.000 36
D16CNK galvanized 15 45.000 3.000 36
*available in blister pack - see page 135
Staples Type E
E09CNKHA galvanized, resin-coated 5 80.000 16.000 --
E12CNKHA galvanized, resin-coated 5 60.000 12.000 --
E15CNKHA galvanized, resin-coated 6 55.200 9.200 39
E20CNKHA galvanized, resin-coated 5 46.000 9.200 39
E25CNKHA galvanized, resin-coated 12 55.000 4.600 39
E30CNKHA galvanized, resin-coated 6 27.600 4.600 39
E32CNKHA galvanized, resin-coated 6 27.600 4.600 39
E35CNKHA galvanized, resin-coated 5 23.000 4.600 39
E40CNKHA galvanized, resin-coated 5 23.000 4.600 39
E45CNKHA galvanized, resin-coated 10 30.000 3.000 39
E50CNKHA galvanized, resin-coated 10 22.000 2.200 39
E20CRFHA Stainless steel material no. 1.4301 5 40.000 8.000 39
E25CRFHA Stainless steel material no. 1.4301 12 48.000 4.000 39
E30CRFHA Stainless steel material no. 1.4301 12 48.000 4.000 39
E35CRFHA Stainless steel material no. 1.4301 5 20.000 4.000 39
E40CRFHA Stainless steel material no. 1.4301 5 20.000 4.000 39

Other lengths and types on request.
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Staples Type ES
ES12CNKHA galvanized, resin-coated 10 104.000 10.400 --
ES15CNKHA galvanized, resin-coated 10 78.000 7.800 26, 38, 48, 90
ES18CNKHA galvanized, resin-coated 10 78.000 7.800 26, 38, 48, 90
ES23CNKHA galvanized, resin-coated 10 52.000 5.200 26, 38, 48, 90
ES26CNKHA* galvanized, resin-coated 10 52.000 5.200 26, 38, 48, 90
ES30CNKHA galvanized, resin-coated 10 52.000 5.200 26, 38, 48, 90
ES32CNKHA* galvanized, resin-coated 10 26.000 2.600 26, 38, 48, 90
ES35CNKHA galvanized, resin-coated 10 26.000 2.600 26, 38, 48, 90
ES40CNKHA* galvanized, resin-coated 10 26.000 2.600 26, 38, 48, 90
ES26CRFHA Stainless steel material no. 1.4301 10 52.000 5.200 26, 38, 48, 90
ES30CRFHA Stainless steel material no. 1.4301 10 52.000 5.200 26, 38, 48, 90
ES40CRFHA Stainless steel material no. 1.4301 10 20.000 2.000 26, 38, 48, 90
*available in an assortment case - see page 136
Staples Type H
H09CNKHA galvanized, resin-coated 10 124.000 12.400 --
H12CNKHA galvanized, resin-coated 10 93.000 9.300 38
H15CNKHA galvanized, resin-coated 12 74.400 6.200 38, 39
H21CNKHA galvanized, resin-coated 12 37.200 3.100 38, 39
H25CNKHA galvanized, resin-coated 12 37.200 3.100 38, 39
H30CNKHA galvanized, resin-coated 12 37.200 3.100 38, 39
H35CNKHA galvanized, resin-coated 10 31.000 3.100 39
H40CNKHA galvanized, resin-coated 10 31.000 3.100 39
H25CRFHA Stainless steel material no. 1.4301 12 37.200 3.100 38, 39
H30CRFHA Stainless steel material no. 1.4301 12 37.200 3.100 38, 39
H35CRFHA Stainless steel material no. 1.4301 10 31.000 3.100 39
H40CRFHA Stainless steel material no. 1.4301 10 31.000 3.100 39
Staples Type L
L16CNKHA galvanized, resin-coated 1 29.400 29.400 40
L19CNKHA galvanized, resin-coated 1 26.000 26.000 40, 42
L25CNKHA galvanized, resin-coated 1 19.100 19.100 40, 42
L32CNKHA galvanized, resin-coated 1 15.600 15.600 40, 42
L35CNKHA galvanized, resin-coated 1 13.900 13.900 40, 42, 76
L38CNKHA galvanized, resin-coated 1 12.100 12.100 40, 42, 76
L40CNKHA galvanized, resin-coated 1 12.100 12.100 40, 42, 76
L44CNKHA galvanized, resin-coated 1 10.400 10.400 42, 76
L50CNKHA galvanized, resin-coated 1 10.400 10.400 42, 76
L44CSVHA-ETA strong galvanized, resin-coated 1 10.400 10.400 42, 76
L50CSVHA-ETA strong galvanized, resin-coated 1 10.400 10.400 42, 76
L63CSVHA-ETA strong galvanized, resin-coated 1 6.900 6.900 76
L38CRFHA-ETA Stainless steel material no. 1.4301 1 12.100 12.100 40, 42, 76
L44CRFHA-ETA Stainless steel material no. 1.4301 1 10.400 10.400 42, 76
L50CRFHA-ETA Stainless steel material no. 1.4301 1 10.400 10.400 42, 76
L63CRFHA-ETA Stainless steel material no. 1.4301 1 6.900 6.900 76
Staples Type O
O06CNK galvanized 20 300.000 15.000 --
O08CNK galvanized 20 200.000 10.000 37
O10CNK galvanized 20 200.000 10.000 37
O12CNK galvanized 20 200.000 10.000 37
O14CNK galvanized 20 100.000 5.000 37
O16CNK galvanized 20 100.000 5.000 37
O19CNK galvanized 20 100.000 5.000 37
O22CNK galvanized 20 100.000 5.000 37
O25CNK galvanized 20 100.000 5.000 37

Other lengths and types on request.
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Staples Type PF
PF06CNK* galvanized 20 160.000 8.000 88, 116, 117
PF09CNK* galvanized 20 100.000 5.000 88, 116, 117
PF12CNK galvanized 20 80.000 4.000 88, 116, 117
PF14CNK* galvanized 20 60.000 3.000 88, 116, 117
PF16CNK galvanized 20 60.000 3.000 88, 117
*available in an assortment case - see page 136
Staples Type Q
Q38CNKHA galvanized, resin-coated 1 8.800 8.800 45, 82
Q44CNKHA galvanized, resin-coated 1 7.500 7.500 45, 82
Q50CNKHA galvanized, resin-coated 1 7.500 7.500 45, 77, 82
Q56CNKHA galvanized, resin-coated 1 6.300 6.300 45, 77, 82
Q63CNKHA galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q67CNKHA galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q75CNKHA galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q38CSVHA-ETA strong galvanized, resin-coated 1 8.800 8.800 45, 82
Q44CSVHA-ETA strong galvanized, resin-coated 1 7.500 7.500 45, 82
Q50CSVHA-ETA strong galvanized, resin-coated 1 7.500 7.500 45, 77, 82
Q56CSVHA-ETA strong galvanized, resin-coated 1 6.300 6.300 45, 77, 82
Q63CSVHA-ETA strong galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q67CSVHA-ETA strong galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q75CSVHA-ETA strong galvanized, resin-coated 1 5.000 5.000 45, 77, 82
Q44CRFHA-ETA Stainless steel material no. 1.4301 1 7.500 7.500 45, 82
Q50CRFHA-ETA Stainless steel material no. 1.4301 1 7.500 7.500 45, 77, 82
Q63CRFHA-ETA Stainless steel material no. 1.4301 1 5.000 5.000 45, 77, 82
Q75CRFHA-ETA Stainless steel material no. 1.4301 1 5.000 5.000 45, 77, 82
Q80CRFHA-ETA Stainless steel material no. 1.4301 1 3.700 3.700 77
Staples Type QL
QL38CSVHA-ETA strong galvanized, resin-coated 1 7.200 7.200 45, 82
QL44CSVHA-ETA strong galvanized, resin-coated 1 6.200 6.200 45, 82
QL50CSVHA-ETA strong galvanized, resin-coated 1 5.200 5.200 45, 82
QL63CSVHA-ETA strong galvanized, resin-coated 1 4.100 4.100 45, 82
QL38CRFHA-ETA Stainless steel material no. 1.4301 1 7.200 7.200 45, 82
QL44CRFHA-ETA Stainless steel material no. 1.4301 1 6.200 6.200 45, 82
QL50CRFHA-ETA Stainless steel material no. 1.4301 1 5.200 5.200 45, 82
QL63CRFHA-ETA Stainless steel material no. 1.4301 1 4.100 4.100 45, 82
Staples Type TK
TK06CLS liquor finished steel 40 560.000 14.000 36
TK08CLS liquor finished steel 40 420.000 10.500 36
TK10CLS liquor finished steel 40 280.000 7.000 36
TK12CLS liquor finished steel 40 280.000 7.000 36
TK14CLS liquor finished steel 40 140.000 3.500 36
TK16CLS liquor finished steel 40 140.000 3.500 36
Staples Type V
V06CNK galvanized 15 263.100 17.540 37
V08CNK galvanized 15 225.000 15.000 37
V10CNK galvanized 15 150.000 10.000 37
V12CNK galvanized 15 150.000 10.000 37
V14CNK galvanized 15 112.500 7.500 37
V16CNK galvanized 15 112.500 7.500 37
Staples Type VS
VS06CNK galvanized 20 100.000 5.000 --

Other lengths and types on request.
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Staples Type VX
VX06CNK galvanized 50 300.000 6.000 119
VX08CNK galvanized 50 250.000 5.000 119
VX10CNK galvanized 50 200.000 4.000 119
VX12CNK galvanized 50 150.000 3.000 119
VX14CNK galvanized 50 150.000 3.000 119
Staples Type VZ
VZ06CNK galvanized 40 268.000 6.700 118
VZ08CNK galvanized 40 200.000 5.000 118
VZ10CNK galvanized 50 200.000 4.000 118
Staples Type WD
WD44CSVHA-ETA strong galvanized, resin-coated 1 5.760 5.760 41
WD50CSVHA-ETA strong galvanized, resin-coated 1 4.320 4.320 41
WD65CSVHA-ETA strong galvanized, resin-coated 1 2.880 2.880 41
WD70CSVHA-ETA strong galvanized, resin-coated 1 2.880 2.880 41
WD75CSVHA-ETA strong galvanized, resin-coated 1 2.880 2.880 41
WD44CRFHA-ETA Stainless steel material no. 1.4301 1 5.760 5.760 41
WD50CRFHA-ETA Stainless steel material no. 1.4301 1 4.320 4.320 41
WD65CRFHA-ETA Stainless steel material no. 1.4301 1 2.880 2.880 41
WD70CRFHA-ETA Stainless steel material no. 1.4301 1 2.880 2.880 41
WD75CRFHA-ETA Stainless steel material no. 1.4301 1 2.880 2.880 41
Staples Type WP
WP75CSVHA-ETA strong galvanized, resin-coated 1 2.900 2.900 47, 78
WP100CSVHA-ETA strong galvanized, resin-coated 1 2.180 2.180 47, 78
WP120CSVHA-ETA strong galvanized, resin-coated 1 1.450 1.450 47, 78
WP130CSVHA-ETA strong galvanized, resin-coated 1 1.450 1.450 47, 78
WP150CSVHA-ETA strong galvanized, resin-coated 1 1.450 1.450 47
WP160CSVHA-ETA strong galvanized, resin-coated 1 1.450 1.450 47
WP75CRFHA-ETA Stainless steel material no. 1.4301 1 2.900 2.900 47, 78
WP85CRFHA-ETA Stainless steel material no. 1.4301 1 2.180 2.180 47, 78
WP100CRFHA-ETA Stainless steel material no. 1.4301 1 2.180 2.180 47, 78
WP105CRFHA-ETA Stainless steel material no. 1.4301 1 1.800 1.800 47, 78
WP110CRFHA-ETA Stainless steel material no. 1.4301 1 1.450 1.450 47, 78
WP120CRFHA-ETA Stainless steel material no. 1.4301 1 1.450 1.450 47, 78
WP130CRFHA-ETA Stainless steel material no. 1.4301 1 1.450 1.450 47, 78
WP150CRFHA-ETA Stainless steel material no. 1.4301 1 1.450 1.450 47
WP160CRFHA-ETA Stainless steel material no. 1.4301 1 1.450 1.450 47
Staples Type WS
WS16CNKHA galvanized, resin-coated 1 12.300 12.300 44
WS19CNKHA galvanized, resin-coated 1 10.800 10.800 44
WS22CNKHA galvanized, resin-coated 1 9.400 9.400 44
WS25CNKHA galvanized, resin-coated 1 7.900 7.900 44
WS32CNKHA galvanized, resin-coated 1 6.500 6.500 44
WS38CNKHA galvanized, resin-coated 1 5.000 5.000 44

Other lengths and types on request.
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Staples Type Z
Z16CNKHA galvanized, resin-coated 1 27.000 27.000 40, 43, 72, 73
Z19CNKHA galvanized, resin-coated 1 23.800 23.800 40, 43, 72, 73
Z25CNKHA galvanized, resin-coated 1 17.500 17.500 40, 43, 72, 73
Z28CNKHA galvanized, resin-coated 1 15.900 15.900 40, 43, 72, 73
Z30CNKHA galvanized, resin-coated 1 14.300 14.300 40, 43, 72, 73
Z32CNKHA galvanized, resin-coated 1 14.300 14.300 40, 43, 72, 73
Z35CNKHA galvanized, resin-coated 1 12.700 12.700 40, 43, 46, 72, 73 74, 83 
Z38CNKHA galvanized, resin-coated 1 11.100 11.100 40, 43, 46, 72, 73 74, 83
Z40CNKHA galvanized, resin-coated 1 11.100 11.100 40, 43, 46, 72, 73 74, 83
Z44CNKHA galvanized, resin-coated 1 9.500 9.500 43, 46, 74, 83
Z50CNKHA galvanized, resin-coated 1 9.500 9.500 43, 46, 74, 75, 83
Z55CNKHA galvanized, resin-coated 1 7.500 7.500 46, 74, 75, 83
Z64CNKHA galvanized, resin-coated 1 6.000 6.000 46, 74, 75, 83
Z67CNKHA galvanized, resin-coated 1 6.000 6.000 46, 75, 83
Z75CNKHA galvanized, resin-coated 1 6.000 6.000 46, 75, 83
Z19CDNKHA galvanized, resin-coated, CD-Cut 1 23.800 23.800 40, 43, 72, 73
Z22CDNKHA galvanized, resin-coated, CD-Cut 1 20.600 20.600 40, 43, 72, 73
Z25CDNKHA galvanized, resin-coated, CD-Cut 1 17.500 17.500 40, 43, 72, 73
Z32CSVHA-ETA strong galvanized, resin-coated 1 14.300 14.300 40, 43, 72, 73
Z38CSVHA-ETA strong galvanized, resin-coated 1 11.100 11.100 40, 43, 46, 72, 73, 74, 83
Z40CSVHA-ETA strong galvanized, resin-coated 1 11.100 11.100 40, 43, 46, 72, 73, 74, 83
Z44CSVHA-ETA strong galvanized, resin-coated 1 9.500 9.500 43, 46, 74, 83
Z50CSVHA-ETA strong galvanized, resin-coated 1 9.500 9.500 43, 46, 74, 75, 83
Z55CSVHA-ETA strong galvanized, resin-coated 1 7.500 7.500 46, 74, 75, 83
Z60CSVHA-ETA strong galvanized, resin-coated 1 7.500 7.500 46, 74, 75, 83
Z64CSVHA-ETA strong galvanized, resin-coated 1 6.000 6.000 46, 74, 75, 83
Z67CSVHA-ETA strong galvanized, resin-coated 1 6.000 6.000 46, 75, 83
Z75CSV2HA-ETA strong galvanized, resin-coated 1 6.000 6.000 46, 75, 83
Z80CSV2HA-ETA strong galvanized, resin-coated 1 4.700 4.700 46, 75, 83
Z32CRFHA-ETA Stainless steel material no. 1.4301 1 14.300 14.300 40, 43, 72, 73
Z38CRFHA-ETA Stainless steel material no. 1.4301 1 11.100 11.100 40, 43, 46, 72, 73, 74, 83
Z40CRFHA-ETA Stainless steel material no. 1.4301 1 11.100 11.100 40, 43, 46, 72, 73, 74, 83
Z50CRFHA-ETA Stainless steel material no. 1.4301 1 9.500 9.500 43, 46, 74, 75, 83
Z64CRFHA-ETA Stainless steel material no. 1.4301 1 6.000 6.000 46, 74, 75, 83
Z67CRFHA-ETA Stainless steel material no. 1.4301 1 6.000 6.000 46, 75, 83
Z75CRFHA-ETA Stainless steel material no. 1.4301 1 6.000 6.000 46, 75, 83

Other lengths and types on request.
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Brad Type DA
DA25CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA32CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA38CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA44CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA50CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA56CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA63CNKHA galvanized, resin-coated 1 10.000 10.000 55
DA38CRF Stainless steel material no. 1.4301 1 10.000 10.000 55
DA50CRF Stainless steel material no. 1.4301 1 10.000 10.000 55
DA63CRF Stainless steel material no. 1.4301 1 10.000 10.000 55
Brad Type J
J13CNKHA galvanized, resin-coated 10 100.000 10.000 --
J16CNKHA galvanized, resin-coated 10 100.000 10.000 24, 54, 91, 119
J19CNKHA galvanized, resin-coated 10 100.000 10.000 24, 54, 48, 91
J25CNKHA* galvanized, resin-coated 12 60.000 5.000 24, 54, 48, 91
J30CNKHA galvanized, resin-coated 12 60.000 5.000 24, 54, 48, 91
J32CNKHA* galvanized, resin-coated 12 60.000 5.000 24, 54, 48, 91
J35CNKHA galvanized, resin-coated 10 50.000 5.000 24, 54, 48, 91
J40CNKHA* galvanized, resin-coated 10 50.000 5.000 24, 54, 48, 91
J45CNKHA galvanized, resin-coated 10 40.000 4.000 24, 54, 91
J50CNKHA* galvanized, resin-coated 10 40.000 4.000 24, 54, 91
*available in an assortment case - see page 136
J16CRF Stainless steel material no. 1.4301 10 100.000 10.000 24, 54, 91, 119
J19CRF Stainless steel material no. 1.4301 10 100.000 10.000 24, 54, 48, 91
J25CRF Stainless steel material no. 1.4301 12 60.000 5.000 24, 54, 48, 91
J32CRF Stainless steel material no. 1.4301 12 60.000 5.000 24, 54, 48, 91
J40CRF Stainless steel material no. 1.4301 10 50.000 5.000 24, 54, 48, 91
J50CRF Stainless steel material no. 1.4301 10 40.000 4.000 24, 54, 91
Brad Type JA
JA16CNK galvanized 10 200.000 20.000 53
JA19CNK galvanized 10 200.000 20.000 53
JA25CNK galvanized 10 100.000 10.000 53
JA30CNK galvanized 10 100.000 10.000 53
JA35CNK galvanized 10 100.000 10.000 53
JA40CNK galvanized 10 100.000 10.000 53
JA45CNK galvanized 10 80.000 8.000 53
Brad Type N
N16CNKHA galvanized, resin-coated 12 60.000 5.000 --
N19CNKHA galvanized, resin-coated 12 60.000 5.000 --
N25CNKHA galvanized, resin-coated 12 60.000 5.000 55
N30CNKHA galvanized, resin-coated 6 30.000 5.000 55
N35CNKHA galvanized, resin-coated 12 30.000 2.500 55
N40CNKHA galvanized, resin-coated 12 30.000 2.500 55
N44CNKHA galvanized, resin-coated 12 30.000 2.500 55
N50CNKHA galvanized, resin-coated 12 30.000 2.500 55
N56CNKHA galvanized, resin-coated 6 15.000 2.500 55
N63CNKHA galvanized, resin-coated 6 15.000 2.500 55
N65CNKHA galvanized, resin-coated 6 15.000 2.500 55
N30CRF Stainless steel material no. 1.4301 6 30.000 5.000 55
N35CRF Stainless steel material no. 1.4301 12 30.000 2.500 55
N40CRF Stainless steel material no. 1.4301 12 30.000 2.500 55
N50CRF Stainless steel material no. 1.4301 12 30.000 2.500 55

Other lengths and types on request.
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Pins Type ALK – pins with head
ALK15CLS liquor finished steel 22 422.400 19.200 52
ALK17CLS liquor finished steel 22 422.400 19.200 52
ALK20CLS liquor finished steel 22 211.200 9.600 52
ALK25CLS liquor finished steel 22 211.200 9.600 52
ALK30CLS liquor finished steel 22 211.200 9.600 52
ALK35CLS liquor finished steel 22 211.200 9.600 52
Pins Type AL – pins without head
AL10CLS liquor finished steel 22 660.000 30.000 --
AL12CLS liquor finished steel 22 440.000 20.000 52
AL15CLS liquor finished steel 22 440.000 20.000 52
AL17CLS liquor finished steel 22 440.000 20.000 52
AL20CLS liquor finished steel 22 220.000 10.000 52
AL25CLS liquor finished steel 22 220.000 10.000 52
AL30CLS liquor finished steel 22 220.000 10.000 52
AL35CLS liquor finished steel 22 220.000 10.000 52
Pins Type GA – pins without head
GA16CNKHA galvanized, resin-coated 10 100.000 10.000 53
GA19CNKHA galvanized, resin-coated 10 100.000 10.000 53
GA25CNKHA galvanized, resin-coated 12 60.000 5.000 53
GA30CNKHA galvanized, resin-coated 12 60.000 5.000 53

Other lengths and types on request.
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Staples Type D – in blister pack
D06CNK-B galvanized 10 9.600 960 36
D08CNK-B galvanized 5 4.800 960 36
D10CNK-B galvanized 5 4.800 960 36
D12CNK-B galvanized 5 4.800 960 36
D14DNK-B galvanized with D-Cut 5 4.800 960 36
Staples Type ES – in blister pack
ES12CNKHA-B galvanized, resin-coated 10 11.000 1.100 --
ES15CNKHA-B galvanized, resin-coated 5 5.500 1.100 26, 38, 48, 90
ES18CNKHA-B galvanized, resin-coated 5 5.500 1.100 26, 38, 48, 90
ES23CNKHA-B galvanized, resin-coated 5 5.500 1.100 26, 38, 48, 90
ES26CNKHA-B galvanized, resin-coated 5 5.500 1.100 26, 38, 48, 90
ES30CNKHA-B galvanized, resin-coated 5 5.500 1.100 26, 38, 48, 90
ES26CRFHA-B Stainless steel material no. 1.4301 5 5.500 1.100 26, 38, 48, 90
Staples Type NT – in blister pack
NT08CST-B galvanized steel 5 8.000 1.600 --
Staples Type PB – in blister pack
PB06CNK-B galvanized 10 12.000 1.200 --
PB08CNK-B galvanized 5 6.000 1.200 --
PB10CNK-B galvanized 10 6.000 600 --
PB14CNK-B galvanized 5 3.000 600 --
Staples Type PF – in blister pack
PF06CNK-B galvanized 10 12.000 1.200 88, 116, 117
PF09CNK-B galvanized 5 6.000 1.200 88, 116, 117
PF14CNK-B galvanized 5 3.000 600 88, 116, 117
PF09CRF-B Stainless steel material no. 1.4301 5 6.000 1.200 88, 116, 117
Staples Type VX – in blister pack
VX04CNK-B galvanized 10 20.000 2.000 --
VX06CNK-B galvanized 10 20.000 2.000 119
VX08CNK-B galvanized 5 10.000 2.000 119
VX06CRF-B Stainless steel material no. 1.4301 10 20.000 2.000 119
VX08CRF-B Stainless steel material no. 1.4301 5 10.000 2.000 119
VX10CRF-B Stainless steel material no. 1.4301 10 10.000 1.000 119
VX10CST-B galvanized steel 10 10.000 1.000 119
VX12CST-B galvanized steel 10 10.000 1.000 119
VX14CST-B galvanized steel 5 5.000 1.000 119
VX16CST-B galvanized steel 5 5.000 1.000 119
VX18CST-B galvanized steel 5 5.000 1.000 --
Staples Type VZ – in blister pack
VZ06CNK-B galvanized 5 14.000 2.800 118
VZ08CNK-B galvanized 5 14.000 2.800 118
VZ10CNK-B galvanized 5 14.000 2.800 118
Brads Type J – in blister pack
J14CNKHA-B galvanized, resin-coated 10 10.000 1.000 --
J16CNKHA-B galvanized, resin-coated 10 10.000 1.000 24, 54, 91, 119
J19CNKHA-B galvanized, resin-coated 10 10.000 1.000 24, 54, 48, 91
J25CNKHA-B galvanized, resin-coated 10 10.000 1.000 24, 54, 48, 91
J30CNKHA-B galvanized, resin-coated 10 10.000 1.000 24, 54, 48, 91

Other lengths and types on request.
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Staples in assortment case
A-BOX 5 45.000 9.000 34, 35, 89

Co
nt

en
t A06CNK galvanized 5 15.000 3.000 34, 35, 89

A08CNK galvanized 5 15.000 3.000 34, 35, 89
A10CNK galvanized 5 15.000 3.000 34, 35, 89

Staples in metaBOX
PROFI-ES-BOX 6 42.000 7.000 26, 38, 48, 90

Co
nt

en
t ES18CNKHA galvanized, resin-coated 6 12.000 2.000 26, 38, 48, 90

ES23CNKHA galvanized, resin-coated 6 12.000 2.000 26, 38, 48, 90
ES30CNKHA galvanized, resin-coated 6 12.000 2.000 26, 38, 48, 90
ES40CNKHA galvanized, resin-coated 6 6.000 1.000 26, 38, 48, 90

Brads in metaBOX
PROFI-J-BOX 6 75.000 12.500 24, 48, 54, 91

Co
nt

en
t

J19CNKHA galvanized, resin-coated 6 15.000 2.500 24, 48, 54, 91
J25CNKHA galvanized, resin-coated 6 15.000 2.500 24, 48, 54, 91
J30CNKHA galvanized, resin-coated 6 15.000 2.500 24, 48, 54, 91
J35CNKHA galvanized, resin-coated 6 15.000 2.500 24, 48, 54, 91
J40CNKHA galvanized, resin-coated 6 15.000 2.500 24, 48, 54, 91

Round-head strip nails in assortment case
RK-BOX 3 5.040 1.680 67, 92

Co
nt

en
t RK28/65BK bright 3 2.880 960 67, 92

RK31/90BK bright 3 2.160 720 67, 92

Concrete nails in assortment case
RHC-L-BOX 6 6.600 1.100 20, 21

Co
nt

en
t

RHC-L 27/20NK galvanized 6 1.200 200 20, 21
RHC-L 27/25NK galvanized 6 2.400 400 20, 21
RHC-L 27/30NK galvanized 6 1.200 200 20, 21
RHC-L 27/35NK galvanized 6 900 150 20, 21
RHC-L 27/40NK galvanized 6 900 150 20, 21

Steel-/concrete nails in assortment case
RHC-S-BOX 6 7.200 1.200 20, 21

Co
nt

en
t

RHC-S 30/15NK galvanized 6 1.200 200 20, 21
RHC-S 30/17NK galvanized 6 2.400 400 20, 21
RHC-S 30/22NK galvanized 6 1.200 200 20, 21
RHC-S 30/27NK galvanized 6 1.200 200 20, 21
RHC-S 30/32NK galvanized 6 1.200 200 20, 21

ES-BOX 5 30.000 6.000 26, 38, 48, 90

Co
nt

en
t ES26CNKHA galvanized, resin-coated 5 10.000 2.000 26, 38, 48, 90

ES32CNKHA galvanized, resin-coated 5 10.000 2.000 26, 38, 48, 90
ES40CNKHA galvanized, resin-coated 5 10.000 2.000 26, 38, 48, 90

PF-BOX 5 45.000 9.000 88, 116, 117

Co
nt

en
t PF06CNK galvanized 5 10.000 2.000 88, 116, 117

PF09CNK galvanized 5 25.000 5.000 88, 116, 117
PF14CNK galvanized 5 10.000 2.000 88, 116, 117

Brads in assortment case
J-BOX 5 40.000 8.000 24, 48, 54, 91

Co
nt

en
t J25CNKHA galvanized, resin-coated 5 10.000 2.000 24, 48, 54, 91

J32CNKHA galvanized, resin-coated 5 10.000 2.000 24, 48, 54, 91
J40CNKHA galvanized, resin-coated 5 10.000 2.000 24, 48, 54, 91
J50CNKHA galvanized, resin-coated 5 10.000 2.000 24, 54, 91
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Anchornails Type ANK – 25° angle ǀ plastic collated
ANK40/40NKRI galvanized, ring 1 2.000 2.000 59
ANK40/50NKRI galvanized, ring 1 2.000 2.000 59
ANK40/60NKRI galvanized, ring 1 2.000 2.000 59
Adhesive nails Type CNH – 16° angle ǀ plastic collated
CNH28/25VZRI hot dipped galvanized, ring 1 3.000 3.000 60
CNH28/35VZRI hot dipped galvanized, ring 1 3.000 3.000 60
CNH28/25RFRI Stainless steel material no. 1.4301 1 3.000 3.000 60
Coil nails Type CNF – 16° angle ǀ round-head ǀ wire collated
CNF21/32BKRI bright, ring 1 16.800 16.800 63
CNF21/38BKRI bright, ring 1 12.600 12.600 63
CNF21/50BKRI bright, ring 1 10.500 10.500 63
Coil nails Type CNW – 16° angle ǀ round-head ǀ wire collated
CNW25/45BK bright 1 10.800 10.800 62, 63, 64, 84, 93
CNW25/50BK bright 1 9.000 9.000 62, 63, 64, 84, 93
CNW25/55BK bright 1 7.200 7.200 62, 63, 64, 84, 93
CNW25/60BK bright 1 7.200 7.200 62, 63, 64, 84, 93
CNW25/65BK bright 1 7.200 7.200 62, 63, 64, 84, 93
CNW25/70BK bright 1 7.200 7.200 63, 64, 84, 93
CNW28/65BK bright 1 6.000 6.000 62, 63, 64, 80, 84, 93
CNW28/70BK bright 1 6.000 6.000 63, 64, 80, 84, 93
CNW28/75BK bright 1 4.500 4.500 64, 80, 84, 93
CNW28/80BK bright 1 4.500 4.500 64, 80, 84, 93
CNW28/70BK bright 1 4.800 4.800 63, 64, 80, 84, 93
CNW28/80BK bright 1 3.600 3.600 64, 80, 84, 93
CNW28/90BK bright 1 3.600 3.600 64, 80, 84, 93
CNW22/32BKRI bright, ring 1 19.200 19.200 60
CNW22/35BKRI bright, ring 1 16.800 16.800 60
CNW22/40BKRI bright, ring 1 14.400 14.400 60
CNW22/45BKRI bright, ring 1 14.400 14.400 60
CNW22/50BKRI bright, ring 1 12.000 12.000 60
CNW25/45BKRI bright, ring 1 10.800 10.800 62, 63, 64, 84, 93
CNW25/50BKRI bright, ring 1 9.000 9.000 62, 63, 64, 84, 93
CNW25/60BKRI bright, ring 1 7.200 7.200 62, 63, 64, 84, 93
CNW25/65BKRI bright, ring 1 7.200 7.200 62, 63, 64, 84, 93
CNW28/65BKRI bright, ring 1 6.000 6.000 62, 63, 64, 80, 84, 93
CNW28/75BKRI bright, ring 1 4.500 4.500 64, 80, 84, 93
CNW31/80BKRI bright, ring 1 3.600 3.600 64, 65, 80, 84, 93
CNW31/90BKRI bright, ring 1 3.600 3.600 64, 65, 80, 84, 93
CNW28/65NK galvanized 1 1.400 1.400 62, 63, 64, 80, 84, 93
CNW31/80NK galvanized 1 3.600 3.600 64, 65, 80, 84, 93
CNW31/90NK galvanized 1 3.600 3.600 64, 65, 80, 84, 93
CNW31/65NKRI galvanized, ring 1 6.000 6.000 64, 65, 80, 84, 93
CNW31/80NKRI galvanized, ring 1 3.600 3.600 64, 65, 80, 84, 93
CNW31/90NKRI galvanized, ring 1 3.600 3.600 64, 65, 80, 84, 93

Other lengths and types on request.
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Coil nails Type CNW - 16° angle ǀ lens head ǀ wire collated
 8484CNW28/65RFRILI Stainless steel material no. 1.4301, ring 1 6.000 6.000 62, 63, 64, 80, 84, 93
CNW31/80RFRILI Stainless steel material no. 1.4301, ring 1 4.050 4.050 64, 65, 80, 84, 93
Coil nails Type CNW - 16° angle ǀ EPAL nails for repair of Euro pallets
CNW28/40BKRI-EPAL bright, ring 1 9.000 9.000 --
CNW33/90BKRI-EPAL-S11 bright, ring 1 3.240 3.240 65
Coil nails Type CNS - 16° angle ǀ sheet-bound ǀ plastic collated
CNS28/65NKRI galvanized, ring 1 4.800 4.800 62
CNS28/65RFRI Stainless steel material no. 1.4301, ring 1 4.800 4.800 62
Coil nail screws Type CSS - 16° angle ǀ sheet-bound ǀ plastic collated
CSS28/65RFRI Stainless steel material no. 1.4301, Ring 1 4.800 4.800 62
Roofing felt nails Type CNZ - 16° angle ǀ wire collated
CNZ31/19NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/22NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/25NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/32NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/38NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/45NKRI galvanized, ring 1 7.200 7.200 61
CNZ31/19VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/22VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/25VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/32VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/38VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/45VZRI hot dipped galvanized, ring 1 7.200 7.200 61
CNZ31/25RFRI-S18 Stainless steel material no. 1.4301, ring 1 7.200 7.200 61

Other lengths and types on request.
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Streifennägel Type PR - 34° angle ǀ half-head ǀ paper collated
PR28/50BK bright 1 4.000 4.000 66
PR28/63BK bright 1 4.000 4.000 18, 19, 66
PR28/70BK bright 1 4.000 4.000 18, 19, 66
PR28/75BK bright 1 4.000 4.000 18, 19, 66
PR28/80BK bright 1 3.000 3.000 18, 19, 66
PR31/90BK bright 1 3.000 3.000 18, 19, 66
PR28/50BKRI bright, ring 1 4.000 4.000 66
PR28/63BKRI bright, ring 1 4.000 4.000 18, 19, 66
PR28/75BKRI bright, ring 1 4.000 4.000 18, 19, 66
PR28/80BKRI bright, ring 1 3.000 3.000 18, 19, 66
PR31/90BKRI bright, ring 1 3.000 3.000 18, 19, 66
PR31/100BKRI bright, ring 1 3.000 3.000 18, 19, 66
PR28/63NKRI galvanized, ring 1 4.000 4.000 18, 19, 66
PR28/75NKRI galvanized, ring 1 4.000 4.000 18, 19, 66
PR31/80NKRI galvanized, ring 1 3.000 3.000 18, 19, 66
PR31/90NKRI galvanized, ring 1 3.000 3.000 18, 19, 66
PR31/100NKRI galvanized, ring 1 3.000 3.000 18, 19
Strip nails Type PR in a sturdy transport case with carrying handle
PR28/63BK-S01 bright 1 3.320 3.320 66
PR28/75BK-S01 bright 1 2.200 2.200 18, 19, 66
PR28/80BK-S01 bright 1 2.200 2.200 18, 19, 66
PR31/90BK-S01 bright 1 2.200 2.200 18, 19, 66
Strip nails Type RK - 20° angle ǀ round-head ǀ plastic collated
RK28/50BK bright 1 3.000 3.000 67
RK28/60BK bright 1 3.000 3.000 67
RK28/65BK bright 1 3.000 3.000 16, 17, 67
RK28/70BK bright 1 3.000 3.000 16, 17, 67
RK31/65BK bright 1 3.000 3.000 16, 17, 67
RK31/70BK bright 1 3.000 3.000 16, 17, 67
RK31/80BK bright 1 3.000 3.000 16, 17, 67
RK31/90BK bright 1 3.000 3.000 16, 17, 67
RK34/100BK bright 1 2.000 2.000 67
RK38/100BK bright 1 2.000 2.000 68, 69, 81
RK38/110BK bright 1 1.400 1.400 68, 69, 81
RK38/120BK bright 1 1.400 1.400 68, 69, 81
RK38/130BK bright 1 1.400 1.400 68, 69, 81
RK42/130BK bright 1 1.400 1.400 68, 69, 81
RK46/145BK bright 1 500 500 69, 81
RK46/160BK bright 1 500 500 69, 81
RK28/65BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK28/70BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK31/65BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK31/70BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK31/80BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK31/90BKRI bright, ring 1 3.000 3.000 16, 17, 67
RK28/65NK galvanized 1 3.000 3.000 16, 17, 67
RK28/70NK galvanized 1 3.000 3.000 16, 17, 67
RK31/65NK galvanized 1 3.000 3.000 16, 17, 67
RK31/70NK galvanized 1 3.000 3.000 16, 17, 67
RK31/80NK galvanized 1 3.000 3.000 16, 17, 67
RK31/90NK galvanized 1 3.000 3.000 16, 17, 67
RK34/100NK galvanized 1 3.000 3.000 67
RK38/130NK galvanized 1 1.400 1.400 68, 69, 81
RK28/65NKRI galvanized, ring 1 3.000 3.000 16, 17, 67
RK31/90NKRI galvanized, ring 1 3.000 3.000 16, 17, 67

Other lengths and types on request.
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Strip nails Type RKP - 20° angle ǀ round-head ǀ paper collated
RKP28/65BK bright 1 2.700 2.700 16, 17, 67, 92
RKP28/70BK bright 1 2.700 2.700 16, 17, 67, 92
RKP31/80BK bright 1 2.000 2.000 16, 17, 67, 92
RKP31/90BK bright 1 2.000 2.000 16, 17, 67, 92
RKP34/100BK bright 1 1.500 1.500 67
RKP38/110BK bright 1 1.000 1.000 68, 69, 81
RKP38/120BK bright 1 1.000 1.000 68, 69, 81
RKP38/130BK bright 1 1.000 1.000 68, 69, 81
RKP42/130BK bright 1 720 720 68, 69, 81
RKP46/145BK bright 1 600 600 69, 81
RKP46/160BK bright 1 600 600 69, 81
RKP28/65BKRI bright, ring 1 2.700 2.700 16, 17, 67, 92
RKP31/80BKRI bright, ring 1 2.000 2.000 16, 17, 67, 92
RKP31/90BKRI bright, ring 1 2.000 2.000 16, 17, 67, 92
RKP31/100BKRI bright, ring 1 1.500 1.500 16, 17, 67, 92
RKP28/65NK galvanized 1 2.700 2.700 16, 17, 67, 92
RKP31/70NK galvanized 1 3.000 3.000 16, 17, 67, 92
RKP31/80NK galvanized 1 2.000 2.000 16, 17, 67, 92
RKP31/90NK galvanized 1 2.000 2.000 16, 17, 67, 92
RKP38/110NK galvanized 1 1.000 1.000 68, 69, 81
RKP38/120NK galvanized 1 1.000 1.000 68, 69, 81
RKP38/130NK galvanized 1 1.000 1.000 68, 69, 81
RKP46/160NK galvanized 1 600 600 69, 81
RKP28/65NKRI galvanized, ring 1 2.700 2.700 16, 17, 67, 92
RKP31/80NKRI galvanized, ring 1 2.000 2.000 16, 17, 67, 92
RKP31/90NKRI galvanized, ring 1 2.000 2.000 16, 17, 67, 92
RKP31/100NKRI galvanized, ring 1 1.500 1.500 16, 17, 67
Nails Type RHC
RHC-L 27/20NK galvanized 10 10.000 1.000 20, 21
RHC-L 27/25NK galvanized 10 10.000 1.000 20, 21
RHC-L 27/30NK galvanized 10 10.000 1.000 20, 21
RHC-L 27/35NK galvanized 10 10.000 1.000 20, 21
RHC-L 27/40NK galvanized 10 10.000 1.000 20, 21
RHC-S 30/15NK galvanized 10 10.000 1.000 20, 21
RHC-S 30/17NK galvanized 10 10.000 1.000 20, 21
RHC-S 30/22NK galvanized 10 10.000 1.000 20, 21
RHC-S 30/27NK galvanized 10 10.000 1.000 20, 21
RHC-S 30/32NK galvanized 10 10.000 1.000 20, 21
Nails Type T
T22/38NK galvanized 1 10.000 10.000 65
T22/44NK galvanized 1 10.000 10.000 65
T22/50NK galvanized 1 10.000 10.000 65
T22/60NK galvanized 1 10.000 10.000 65
T22/65NK galvanized 1 10.000 10.000 65
Corrugated nails Type WN
WN09BK bright 1 13.440 13.440 58, 79
WN12BK bright 1 11.760 11.760 58, 79
WN15BK bright 1 10.080 10.080 58, 79
WN25BK bright 1 1.920 1.920 58, 79

Other lengths and types on request.
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Connection roof battens - support battens
Fasteners for the optimal fastening of roofing battens 
(according to ATV DIN 18334:2005-01 - load on shearing) 
in the roofing sector
Roof batten material 
thickness in mm up to

Minimum length PREBENA  
nails Type CNW, RK, RKP

24/48 31/80
24/60 31/80
30/50 31/80
40/60 34/100

Execution type of nails Type CNW, RK and RKP
NKRI = galvanized, ring

Connection board material - wood
Optimal connection for the fastening of stiffening board 
materials (OSB, chipboards, gypsum plaster and fibre 
boards) in timber frame construction

OSB chip boards material 
thickness in mm up to

Minimum length PREBENA 
nails type CNW, RK, RKP

10 – 12 28/65
13 – 16 28/65
17 – 19 31/80
20 – 22 31/80
23 – 25 31/80

Execution type of nails Type CNW, RK and RKP
BKRI = bright, ring
NKRI = galvanized, ring

EN14566 (Mechanical fastening of 
plasterboard systems)
Optimal connection for the fastening of stiffening board 
materials (OSB, chipboards, gypsum plaster and fibre 
boards) in timber frame construction

Roof batten material 
thickness in mm up to

Minimum length PREBENA 
nails type CNW, RK, RKP

10 – 12 28/65
13 – 16 28/65
17 – 19 31/80
20 – 22 31/80
23 – 25 31/80

Execution type of nails Type CNW, RK and RKP
BK = bright
NK = galvanized

DIN 1052-10 EN1995-1-1 (Eurocode 5)
Fastening the substructure of the ceiling and roof covers 
on the underside - load on extraction

Roof batten material 
thickness in mm up to

Minimum length PREBENA  
nails Type CNW, RK, RKP

12,5 28/65
15 28/65
18/20 31/80
25 31/80
2 x 12,5 31/80
2 x 15 31/80
2 x 18/20 31/80

Execution type of nails Type CNW, RK and RKP
BKRI = bright, ring
NKRI = galvanized, ring

Connection wood - wood
Optimal connection for a wood-wood connection
Load on extraction and shearing

Material thickness in mm 
up to

Minimum length PREBENA 
nails Type CNW, RK, RKP

15 25/55
18 28/60
21 28/60
24 28/65
30 31/80
40 31/80
48 31/80
55 31/80

Execution type of nails Type CNW, RK and RKP
BKRI = bright, ring
NKRI = galvanized, ring

Connection wood - wood
Optimal connection for a wood-wood connection
Load on shearing

Material thickness in mm 
up to

Minimum length PREBENA 
nails Type CNW, RK, RKP

15 28/65
18 28/65
21 28/65
24 28/65
30 31/70
40 31/80
48 31/90
55 31/90
60 38/100
80 38/120
85 42/130
100 46/160
110 46/160

Execution type of nails Type CNW, RK and RKP
BK = bright
NK = galvanized

Nail types – Nail length | Material










