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Pneumatic Stapler 1GP-A16NH

with stapling plier for staples type A
from 4 - 16 mm (5/32” - 5/8”)

OPTIWEAR-
TECHNOLOGY

Highest performance, ideal
energy, utilization and long
life

* Optimized wearing pants

* Long service life

» Easy maintenance

* Smooth-running trigger system
* Low noise and vibration level

* Fast fire sequence

* Low air consumption

* No recoil

_10(38) type A
_12(12)
|| 14(916)
0,66 x 0,95 mm _16(58)
(0.026 x 0.037 in.)
Technical details:
Weight: 1,1 kg (2.43 Ib.) * Adjustable plier
Operating pressure: 4 - 6 bar (57-86 psi.) » Extended throat depth of 150 mm (5.91 in.)
Air requirement: 0,27 | (0.059 gal.)/staple « Ideal handling for multi-purpose usage

Measurements: L 220 x W 50 x H 180 mm * Low weight
(L8.66 x W 1.97 xH7.08in.) < User-friendly trigger system
* Practical magazine lock

functional bending system

Applications: « High quality b_ottom load magazine
Special device with plier for stapling for fast reloading
* Single fire

paper, cardboard, inlay, sythetics etc. - o
» Ergonomical anti-slip handle

» Exhaust air on the rear side
* Inspection window for magazine level
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