GYPSUM AND FIBER BOARDS >>> PREBENA

STAPLES TYPE Z
from 16 - 75 mm (1-3/8°-37)

CRFHA-ETA = stainless steel - No.. 1.4301)
CSVHA-ETA = strong galvanized

Fastening blanket- and not roof sheating
from gypsum- and fiber board drom bottom side- inddor use

Gypsum an flber board PREBENA Staples

Material thickness up to: Type Z - minimul length
16(5/87) 12,5 (1/27) 38 (1-1/27)
B ﬁ/‘)‘ ) 15 (19/327) 40 (1-9/167)
~28(1-1/8") 18/20 (3/47°/13/16") 44 (1-3/47)
-30(1-3/167) 25 (17) 50 (2°)
_32(1-1/47) = ,, 77
735 (1-3/8") 2x12,5(1/27) 1. Layer 38,(1-1/2) 2. Layer 50 (2”)
-ig S;ﬁB)) 2x15(19/327) 1. Layer 40 (1-9/16"") 2. Layer 55 (2-1/8")
44 (1-3/47) 2x 18 (3/4") 1. Layer 44 (1-3/4”), 2.Layer 65 (2-1/2")
_50(27)
_55(2-1/8")

Stiff elements

_2‘71 g;gg (OSB-, chipboard-, gypsum-, and fiber board) by wooden framework

7537 Gypsum board PREBENA Staples
- Material thickness up to: Type Z - minimul length
1,4 x 1,65 mm
- (0.15x0.16in.) 10-12,5(3/8" -1/2") 44 (1-3/47)
st m als Holeverbindungsmi 15-18(19/32 - 3/47) 50 (27)
ETA-16/0101 20 (13/167) 55 (2-1/8")
25(17) 60 (2-3/8")
BEST QUALITY Flber board PREBENA Staples
—— Material thickness up to: Type Z - minimum length
MADE IN GERMANY
10-12,5(3/87 - 1/27) 44 (1-3/47)
15-18(19/32" - 3/47) 50 (27)
To use with: Recommended by:

Pneumatic nailer 3GP-Z40
Pneumatic nailer 4C-Z50
Pneumatic nailer 4C-Z50AUT
Pneumatic nailer 5C-Z75
MODUL 11-Z64

@9 SWISS KRONO
MODUL 11-Z80

Slider 5C-275 AGEPAN' sysTEv  /ella

Slider 5C-Z75-T Neues Bauen
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